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4.0 WASTE DESCRIPTION

This chapter describes the type of waste that is emplaced and will be emplaced in the Waste
Isolation Pilot Plant (WIPP) and provides an appraisal of the inventory of physical, chemical,
and radionuclide components of the waste. This information supports the development of the
performance assessment (PA) models that are used in predicting the long-term behavior of the
repository. This chapter includes a waste description based on the inventories of existing and
projected waste reported for the CCA in the transuranic (TRU) Waste Baseline Inventory Report
(TWBIR) (included in this-apphieationas CCA Appendix BIR) and updated for CRA-2004 in
Appendix DATA, Attachment F. This chapter also includes a description of the projected
waste inventory, waste limits derived from both the perfermanee-assessment PA and operational
safety and health considerations, and methods of control to ensure compliance with the identified
waste limits. radditton Finally, this chapter provides a discussion of the applicable qualitative
and quantitative waste characterization methodologies.

Inventory estimates provided in the CCA (Appendix BIR) represented the best information
available at that time. It was anticipated that WIPP waste inventory numbers would change as
the U.S. Department of Energy (DOE) characterized the contents of waste containers prior to
shipment to WIPP and as new wastes were generated. Data on emplaced waste and updated
estimates of the WIPP waste inventory are provided in Appendix DATA, Attachments D, E, F
and H. The waste-inventory quantities reported in Appendix DATA and in this chapter are
based on the best available information as of September 30, 2002, unless otherwise noted.

Objectives of this chapter are to:

1. Report quantities and characteristics of the waste emplaced in the repository since
certification;

2. Describe the current understanding of the WIPP waste inventory (emplaced, stored,
and projected waste) in terms of waste components and characteristics;

3. Update waste inventory information for PA and compliance assessment calculations;

4. Reassess waste components and characteristics and associated waste-emplacement
limits that may be important to long-term repository behavior; and

5. Identify changes or new information related to the WIPP waste characterization
program that have occurred since certification.

Fitle 40-of the Code-of Eederal Regulations{CER)-§ Section 194.24(a) of 40 CFR Part 194

specifies that the U-S-—Department-of Energy-(DOE) shall provide information pertaining to the
chemical, radiological, and physical composition of the waste planned to be emplaced in the

repository. Specifically, the criterion states

Any compliance application shall describe the chemical, radiological and physical composition of
all existing waste proposed for disposal in the disposal system. To the extent practicable, any
compliance application shall also describe the chemical, radiological and physical composition of
to-be-generated waste proposed for disposal in the disposal system. These descriptions shall
include a list of waste components and their approximate quantities in the waste. The list may be
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derived from process knowledge, current non-destructive examination/assay, or other information
and methods.

This waste description includes the definition, sources, types, components, and characteristics of
TRU waste planned for emplacement in the WIPP. The description provided in this chapter,
along with the waste characterization analysis in Appendix- WCA* Appendix TRU WASTE,
Section TRU WASTE-2.0, identifies those physical, chemical, and/or radiological components
of the waste that may singly or in combination affect the ability of the WIPP disposal system to
meet the environmental performance standards contained in 40-CER Part 191. This chapter is
supported with several appendices. For example, waste related parameters used in performanee
assessment PA are discussed in AppendixPAR-and-Appendix-WCA Appendix PA, Attachment
PAR and Appendix TRU WASTE, Section TRU WASTE-2.0. Results of sensitivity analyses
with respect to total releases used to generate the mean complementary cumulative distribution
function (CCDF) in Section 6.5 are discussed in AppendixSA Appendix PA. The impact of
waste components and characteristics on WIPP performance is discussed in Appendix-WECA
Appendix TRU WASTE, Section TRU WASTE-2.0. Limits for waste components are discussed
in CCA Appendix WCL; and in Appendix TRU WASTE, Section TRU WASTE-3.0 and

summarized in this chapter. (See-Fable1-4-in-Chapter1-0-foralistofappendicesthatprovide
additional-information-suppertingthis-ehapter) This chapter also deseribes summarizes

methods of control that will be employed by the DOE to ensure that only those wastes that are
consistent with these descriptions are actually emplaced in the repository. One such control is
the WIPP Waste Information System (WWIS) (POE1995e 1996b) database for controlling the
receipt of and tracking the emplacement of waste (see Section 4.3.2).

Before the final performanee-assessment PA for the CCA was designed, waste characterization
analyses eomprised-of based on iterative preliminary performanee-assessment PAs, related
sensitivity analyses, and dedicated process studies for specific components and characteristics of
the waste, were performed. A list of waste components and characteristics that were considered
during these analyses, the list of and rationale for the ones retained for inclusion in the final
performanee-assessment-PA, and the ones not included are documented in CCA Appendix WCL.
This process has been updated for this recertification application (CRA-2004); waste
components and characteristics retained for CRA-2004 PA are documented in Appendix TRU
WASTE, Section TRU WASTE-2.0. Retained waste components are assigned fixed values in
the final performanece-assessment PA (see Appendix PAR PA, Attachment PAR) based on
information reported in the FPWBIR; Revision3{(AppendixBIR) Appendix DATA, Attachment
F. Therefore, during the performanee-assessment PA, plausible combinations of fixed values
for waste components are included in all performanee-assessment PA scenario analyses.
Important imprecisely known waste characteristics are provided ranges and distributions (see See
AppendixSOTERM;-and Appendix PAR Appendix PA) from which values are drawn using a
Latin hypercube sampling (LHS) technique that ensures that samples are taken from across the
entire range of the distribution (see See Section 6.1.5.2).

Since results demonstrate compliance with the quantitative containment requirements in 460-CER
§ Section 191.13, the individual protection requirements in 40-CER-§ Section 191.15, and the
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groundwater protection requirements in 40-CER-§ Section 191.24, the fixed values used for
waste components define a profile of waste suitable for disposal at WIPP. Following the final
performanee-assessment PA for the CCA, sensitivity analyses determined the contribution of
uncertainty in individual input variables to the uncertainty in model predictions (that is, final
releases). In that sensitivity analysis, there There-are were no waste characteristics that have
had a significant impact on the uncertainty about and the location of the mean CCDF reported in
CCA Figure 6-39 (See see CCA Appendix SA for a discussion of this uncertainty). Therefore,
setting waste component limits is not based on perfermanee-assessment PA results but is based
on ensuring the validity of repository conditions modeled by performance-assessment PA (See
see CCA Appendix WCL). The same is true for the CRA-2004. In addition, the limits are
repository-scale limits thatsheuld-be-met applicable to the inventory at the time of repository
decommissioning. The process for demonstrating compliance with these limits is to track the
waste-component quantity and the uncertainty associated with that quantity as waste is emplaced
in the repository. For example, the curie content for plutonium (Pu) and #s its uncertainty
(based on the fact that a large percentage of the waste has yet to be generated) can be
accumulated as waste is emplaced throughout the operational phase. Then, at the time of
decommissioning, when these repository limits apply, the total curie content for plateniam Pu
may be provided with a specified level of confidence, such as 95 percent, to demonstrate
compliance with the waste component limits.

Figure 4-1 illustrates the information flow pertaining to the waste description and its relationship
to other sections of this chapter as well as Chapter 6.0 and appendices to this application.

4.1 Waste Inventory

The waste inventory is defined as the quantity of waste that is anticipated to be emplaced in the
WIPP. This inventory is generally characterized as the nonradionuclide inventory that consists
of both physical and chemical waste constituents, generally expressed in units of density or
concentration (kg/m’); and the radionuclide inventory, which is a tabulation, by specific isotope,
of anticipated radionuclides in the waste expressed in units of eurtes Ci.

The term TRU waste is defined (ERA19933 in the WIPP Land Withdrawal Act (Public Law
102-579) as

waste containing more than 100 nanocuries of alpha-emitting transuranic isotopes per gram of
waste, with half-lives greater than 20 years, per-gram-of-waste; except for (A) high-level
radioactive wastes; (B) waste that the Secretary-Department has determined, with the concurrence
of the Administrator, does not need the degree of isolation required by the disposal regulations
this-part; or (C) waste that the Nuclear Regulatory Commission has approved for disposal on a
case-by-case basis in accordance with part 61 of title 10, Code of Federal Regulations. —CERPart
&
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Pre-1970 TRU waste that has been disposed of by generators in on-site, shallow landfill-type
configurations is referred to as buried waste. In 1970, the U.S. Atomic Energy Commission
concluded that TRU waste should have greater confinement from the environment. Thus, TRU
waste generated since that date has been segregated from other waste types and placed in
retrievable storage. Waste generated after the early 1970s, but before implementation of the a

formal DOE*s TRU waste quality assurance (QA) program Waste-Charaeterization Quality
Assurance-ProgramPlan(QAPP), is referred to as retrievably stored waste. Waste generated
after a TRU waste site’s 1mplementat10n of the a formal QA program QAPP is deﬁned as newly
generated RU-wa : erne

Newly generated waste will be characterized in a similar manner to retrievably stored waste, but
it will incorporate more real-time, as opposed to historical, acceptable knowledge. At the time of
the CCA, approximately Approximately 65 percent of the waste to be disposed of at the WIPP is
was expected to be newly generated waste, as described in the TWBIR (CCA Appendix BIR).

At the time of CRA-2004, approximately five percent of the waste identified by the TRU waste
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Figure 4-1. Waste Description Information Flow

sites to be disposed of at the WIPP is emplaced. Approximately 73 percent of the waste
identified by the TRU waste sites to be disposed of at the WIPP is classified as retrievably
stored waste. Approximately 22 percent of the waste identified by the TRU waste sites to be
disposed of at the WIPP is expected to be newly generated waste (see Appendix DATA;
Attachment F).

TRU waste is classified as either contact-handled (CH) or remote-handled (RH) based on the
contact dose rate at the surface of the waste container. If the contact dose rate is less than or
equal to 200 millirem per hour (2 milliSievert per hour), the waste is defined as CH-TRU (DOE

11
12
13
14
15
16
17
18
19

1988). If, on the other hand, the contact dose rate is greater than 200 millirem per hour

(2 milliSievert per hour), the waste and its container are defined as RH-TRU (DOE 1988). Only

RH-TRU waste less than or equal to 1000 rem per hour (10 Sievert per hour) is eligible for

disposal at the WIPP (BOE1996a Public Law 95-79). To meet the requirements as set forth in
the WIPP Land Withdrawal Act (LWA) (Public Law 102-579)(5-S—Cengress1+992b), the total
combined volumes of CH-TRU and RH-TRU waste are not to exceed 6.2 million eubiefeet fr’
(175,564 eubie-meters m’). Moreover, the LWA also specifies that the emplaced RH-TRU waste

is not to exceed a total activity of 5.1 million eusies Ci (~ 18.9 x 10'® Becquerel) and a total

activity concentration of 23 euries Ci per liter (averaged over the volume of the canister). No
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more than five percent of the emplaced RH-TRU waste may exhibit a dose rate in excess of 100
rem per hour (1 Sievert per hour).
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4.1.1 Sources of TRU Waste

The DOE’s TRU waste, as described in this chapter, is derived primarily from platentum Pu
fabrication and reprocessing, research and development (R&D), decontamination and
decommissioning (D&D), and environmental restoration (ER) programs at various TRU waste
sites. Most TRU waste generated at the DOE TRU waste sites results from specific processes
and activities that are well defined and well controlled, enabling the DOE to characterize the
waste on the basis of acceptable knowledge of the process, input raw materials, and output
finished products. Some examples of these operations include

e Production of nuclear products. Production of nuclear products includes reactor
operation, radionuclide separation and finishing, and weapons fabrication and
manufacturing. The majority of the TRU waste was generated by weapons fabrication
and radionuclide separation and finishing processes. More specifically, wastes typically
consist of TRU-contaminated material derived from chemical processes, air and liquid
filtration, casting, machining, cleaning, product quality sampling, analytical activities,
and maintenance and refurbishment of equipment and facilities.

o Plutenivm Pu recovery. Platenium Pu recovery wastes are TRU-contaminated items and
materials from the recovery of valuable platentam Pu, including contaminated molds,
metals, glass, plastic materials, rags, salts used in electrorefining, precipitates, firebrick,
soot, and filters.

e R&D. R&D projects include a variety of hot-cell or glove-box activities that often
simulate full-scale operations described above, producing similar TRU wastes. Other
types of R&D projects include metallurgical research, actinide separations, process
demonstrations, and chemical and physical properties determinations.

e D&D. Facilities and equipment that are no longer needed or usable are decontaminated

and decommissioned, resulting in TRU wastes consisting of scrap materials, cleaning
agents, tools, piping, filters, pPlexiglas, gloveboxes, concrete rubble, asphalt, cinder
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blocks, and other building materials. This is expected to be the largest category by
volume of TRU waste to be generated.

Operations carried out in glove boxes and hot cells generate both combustible and
noncombustible wastes. Combustible waste contains mixtures of paper, plastic materials, rags,
cloth clothing, and wood resulting from platenitsr Pu operations. Cloth and paper wipes are
used to clean parts and glove boxes. Depending on the operations, damp combustibles are
usually used and then wrung out, drained, or dried. Noncombustibles consist primarily of glass
and metal. Much of this waste is laboratory equipment and glassware from R&D activities.

Filters are sometimes combinations of combustibles and non-combustibles and come from a
variety of sources including high-efficiency particulate air (HEPA) filters, filter media, processed
filter media, and prefilters. Prefilters and HEPA filters are used on all ventilation intake and
exhaust systems associated with platentam Pu operations. Filter frames can be either wood,
aluminum, or stainless steel; and the filter media may be paper, Fiberglass, Nomex, or similar
material. Filter media are generated from splitting absolute dry box and HEPA filters apart from
their frames in the platenism Pu process areas. Loose particulate materials that are dislodged
from the filters are stabilized and packaged separately from the media. Filter media are
packaged in plastic bottles or bags. Filter media may also be mixed with portland cement to
neutralize any residual nitric acid.

Graphite waste is produced from molds that are broken, cleaned, or scraped in glove boxes to
remove excess platonium Pu. Graphite is a uniform, well-defined material.

Benelex and Plexiglas are well-defined materials that are used as neutron shielding material and
in glove-box construction. Benelex consists mainly of cellulose with residual amounts of the
phenolic resin. Plexiglas is a polymethyl methacrylate polymer used for glove-box windows and
is generated as waste during the change-out of the glove-box windows.

Inorganic process solids include residues from evaporator and other types of storage tanks, grit,
firebrick fines, ash, salts, metal oxides, and filter sludge. This waste is typically solidified in
portland- or gypsum-based cements.

Soil, asphalt, and sand contaminated from spills or generated from D&D activities may also be
present in the waste.

To isolate the radiological and hazardous co-contaminants of these wastes from humans and the
environment during handling and other life-cycle operations, a primary confinement barrier is
used. Both CH-TRU and RH-TRU waste at the WIPP facility will be managed using payload
containers that meet the requirements of the U.S. Department of Transportation (DOT) for Type
A or equivalent containers (DOE 1995d). The term payload container in this document refers to
drum, drum overpack, canister, standard waste box, or ten-drum overpack unit. Internal to these
payload containers may be other secondary layers of confinement, including rigid plastic inner
liners and multiple layers of plastic bagging. Each container is vented using one or more filters.
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4.1.2 TRU Waste Generator-and-Storage Sites

The major generator-and-storage TRU waste sites (referred to as large quantity sites [LOSs/)
(see-Figure-4-2) that are in the process of shipping or are planning to ship their TRU waste to

the WIPP for disposal include

o Richland Hanford Richland Site-(HANE) (Hanford-RL); TRU wastes at Hanford under
the purview of the DOE Richland Operations Office

e Hanford River Protection (Hanford-RP); TRU wastes at Hanford under the purview of
the DOE Office of River Protection

¢ Idaho National Engineering and Environmental Laboratory (INEEL)
o Lwrenee bivermore Natonubbaborstorv-tEEND)

e Los Alamos National Laboratory (LANL)

o NevadaTestSite (INTS)

e Oak Ridge National Laboratory (ORNL)

e Rocky Flats Environmental Technology Site (RFETS)

e Savannah River Site (SRS)

Since certification, Lawrence Livermore National Laboratory (LLNL) and the Nevada Test
Site (NTS) have been recategorized as small quantity sites (SQSs). In addition, TRU waste at
the Hanford Reservation has been divided into two categories: (1) TRU waste overseen by the
DOE Richland Operations Office (Hanford-RL) which corresponds to the TRU waste reported
by Hanford for the CCA inventory estimate, and (2) waste overseen by the DOE Office of
River Protection (Hanford-RP). The DOE Office of River Protection plans on sending both
CH-TRU and RH-TRU waste to the WIPP. The Hanford-RP waste was not included in the
Hanford Reservation waste reported for the CCA. The inventories for the SQSs and LQSs are
reported in Appendix DATA, Attachment F, Annex J.

At the time of the CCA, The INEEL, LANL, and RFETS were are expected to be among the first
of the major generator-and-stoerage TRU waste sites to begin shipping TRU waste to the WIPP.
As of September 30, 2002, the WIPP had received 1,255 shipments totaling 7,716 m® (2.7 x 10°
ft3 ) of CH-TRU waste, primarily from INEEL, LANL, and RFETS. SRS and Hanford-RL
have also made shipments. Emplaced, stored, and projected waste volumes, by TRU waste site,
are provided in Tables 4-1 and 4-2. No RH-TRU waste has yet been shipped to the WIPP.

As the-othermajor TRU waste sites develop the prerequisite certification programs required for

TRU waste disposal at the WIPP, they too will commence shipping waste to the WIPP.
Effective implementation by the generator-and-storage TRU waste sites of the DOE-Carlsbad

DOE/WIPP DRAFT-3231 4-8 December 14, 2003
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Table 4-1. Emplaced, Stored, and Projected CH-TRU Waste Inventory as of September 30,

2002"
Emplaced CH-TRU | Stored CH-TRU | Projected CH-TRU | Disposal CH-TRU
TRU Waste Site Volume Inventory Inventory Inventory3
m’) m’) m’) m’)
Hanford-RL 9.8 X 10’ 1.3x10° 1.3x10° 4.1x%10°
Hanford-RP 0.0 x 10’ 3.9%x10° 0.0 x 10’ 3.9x10°
INEEL 2.9 % 10° 6.1 x 10° 12X 107 6.4 % 10°
LANL 2.7 % 10° 1.2 x 10 3.3x 10 1.9% 10°
ORNL 0.0 x 10’ 0.0 x 10’ 4.5 x10° 9.5 % 10°
RFETS 4.3 % 10° 5.4 % 10° 2.7%10° L5%10°
SRS 2.0 X 10° 1.3%10° 2.4 % 10° 1.8 % 10°
S0S8° 0.0 % 10° 1.2x10° 2.8%10° 7.1 % 10°
Totals 7.7 %X 10° LIXI0° 2.5%10° L7x10°

Source: Appendix DATA; Attachment F.

" Volume reported by the TRU waste sites as of September 30, 2002. It is not scaled to the disposal volume.

Includes currently identified SOSs; at some TRU waste sites, determinations that waste is generated through defense activities have
yet to be made. Inventories for those TRU waste sites are not included in this number.

3 This is the TRU waste site inventory scaled as follows: emplaced + stored + 2.11 (projected).
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Table 4-2. Stored and Projected RH-TRU Waste Inventory as of September 30, 2002'

Stored RH-TRU | Projected RH- Disp ;;:IIJRH-
TRU Waste Site In::"t:g)ory TRU :%ntow Inventory’
(m’)

Hanford-RL 3.8 % 10° 9.4 x 10° 2.0 % 10°
Hanford-RP 45 % 10° 0.0 x 10’ 4.5 % 10°
INEEL 2.2 % 10 0.0 10 2.2 % 10°
LANL 1.2 % 10 0.0 x 10 1.2 X 107
ORNL 0.0 % 10’ 6.6 X 10° 1.1 % 10
RFETS 0.0 % 10° 0.0 x 10’ 0.0 % 10°
SRS 0.0 x 10’ 2.3x 10" 4.0 % 10°
S0S’ 9.5x 10" 3.3%x10 1.5 x 107
Totals 5.3x10° 1.0%10° 7.1 %X 10°

Source: Appendix DATA; Attachment F.
1

Volume reported by the TRU waste sites as of September 30, 2002. It is not scaled to the disposal volume.

2 Includes currently identified SQSs; at some TRU waste sites, determinations that waste is generated through defense activities

have yet to be made. Inventories for those TRU waste sites are not included in this number.

> This is the TRU waste site inventory scaled as follows: emplaced + stored + 0.172 (projected)

Area-Office {CAO) Quality Assurance Program Document (QAPD) (see CCA Appendix QAPD)
is a prerequisite for granting TRU waste certification authority to the TRU waste sites. A letter
granting such authority will specify the date that the subject TRU waste site effectively
implemented their characterization and certification program. Any limitations imposed on the
certification authority will be described in the letter.

As part of the certification for the project (63 FR 27404), the EPA promulgated a new section
to the rule, Title 40 CFR 194.8. Section 194.8 establishes the approval process that must be
completed before an individual TRU waste site may ship a TRU waste to the WIPP. The EPA
approval considers the application of QA provisions to the waste-characterization process,
including EPA audits and inspections of TRU waste site waste-characterization programs, and
provides for public review and comment. Section 194.8 also applies to the application of
process knowledge by the TRU waste sites for waste characterization and a system of controls
at the TRU waste sites to confirm that the total amount of each waste component emplaced in
the disposal system will not exceed established limiting values.

Current information on the EPA approval of TRU waste sites to ship waste to WIPP consistent
with the requirements of section 194.8 is provided in Table 4-3. In addition to these TRU
waste sites, the Central Characterization Project (CCP) has been initiated by DOE and
operates using mobile waste characterization equipment. As of September 30, 2003, CCP was
operating and approved to ship waste from SRS, ANL-E, and NTS.

DOE/WIPP DRAFT-3231 4-10 December 14, 2003
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Table 4-3. Approved TRU Waste Site Quality Assurance and Waste Characterization

Programs as of September 30, 2002

TRU Waste Site Final Waste Form Approval Date
Hanford-RL debris May 31, 2000
Hanford-RL solids September 12, 2002
INEEL debris June 14, 2000
INEEL graphite waste August 20, 1999
LANL debris April 5, 2001
RFETS solids repackaged debris February 6, 2001
RFETS debris March 9, 2000
RFETS salt residues June 3, 1999

SRS

debris (heterogeneous waste stream SR-T001-221F-HET)

April 16, 2001

Source: WIPP Waste Information System (WWIS).

In addition to the major generator-and-storage TRU waste sites, there are currently numerous
smal-quantity-sites{SQSs) planning to dispose TRU waste at the WIPP. Options to facilitate
disposal of the SQS waste at the WIPP include either direct shipment to the WIPP after on-site
characterization and certification or shipment to an interim TRU waste site for performing waste
consolidation, treatment, and/or characterization and certification in accordance with WIPP
requirements. The current list of SQSs that plan to ship directly to WIPP or to a larger site
before shipment to WIPP includes:

o Adnes-baboratory

e Argonne National Laboratory — East (ANL-E),

e Argonne National Laboratory — West (ANL-W),

e Battelle Columbus Laboratories (BCL),

e Bettis Atomic Power Laboratory (BAPL),

¢ Knolls Atomic Power Laboratory (KAPL),

o Knolls Atomic Power Laboratory-Nuclear Fuel Services (KAPL-NFS),

o Lawrence Berkeley National Laboratory (LBNL),

e Lawrence Livermore National Laboratory (LLNL),
e Massachusctts Institute of Technology
o Nationallnsti  Standard | Technol

DOE/WIPP DRAFT-3231 4-11
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*

Nevada Test Site (NTS),
Paducah Gaseous Diffusion Plant (PGDP),

Sandia National Laboratories/NM (SNL), and

Site A/Plot M (near Chicago. llinoi

U.S. Army Material Command (USAMC).

As waste-management plans evolve at these TRU waste sites, the list is expected to change.
Some TRU waste sites, for example, may ship waste to larger DOE TRU waste sites for interim
storage before the waste is shipped to WIPP. However, as of September 30, 2002, plans for
shipment to interim storage had not been finalized for any of these TRU waste sites. The
inventories for these SQSs are reported in Appendix DATA, Attachment F, Annex J.

Six SOSs have shipped their waste to an LQS. These include:

ARCO Medical Products Company (ARCO) Shipped to LANL,

Energy Technology Engineering Center (ETEC) — Shipped to Hanford-RL,

Mound Plant — Shipped to SRS,

University-of Missouri University Research Reactor (MURR) — Shipped to ANL-E,’
Pantex Plant - Shipped to LANL, and

Teledyne Brown Engineering — Shipped to RFETS.

The inventories for these four SQSs are included in the LQS inventories.

Four SQSs plan to ship waste to WIPP, but their waste had not received a defense
determination as of September 30, 2002. These include:

Babcock & Wilcox — Nuclear Engineering Services (B&W-NES),
Brookhaven National Laboratory (BNL),

Framatome,

General Electric Vallecitos Nuclear Center (GE-VNC),
Speetal-Separations Process Research Unit (SPRU), and

West Valley Demonstration Project (WVDP).

? Shipment of MURR waste to ANL-E occurred after September 30, 2002.

DOE/WIPP DRAFT-3231 4-12 December 14, 2003
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The inventories for these SQSs are reported in Appendix DATA, Attachment F, Annex 1. As

2 more SQSs are identified, they will be added to this list.

4.1.3 TRU Waste Inventory

A summary of the quantity of stored and projected TRU waste and TRU waste components is
contained in the FWBIR(see-Appendix BIR) Appendix DATA, Attachment F. The-TWBIR
Appendix DATA, Attachment F documents DOE’s current understanding of the total inventory
of BPOE TRU waste and includes both the TRU waste that is planned to be disposed at the WIPP
site and the TRU waste that wil-net was not planned to be sent to WIPP as of September 30,
2002. Only the WIPP portion of the TRU waste inventory is used in perfermanee-assessment PA

calculations that support the development of CRA-2004 this-eompliance-application.

In preparing CRA-2004, DOE initiated a “data call” to obtain current waste inventory
information from its TRU waste sites similar to the data call that was conducted prior to 1995
in preparation for the CCA. Each TRU waste site was asked to review previous data submitted
regarding its TRU waste and revise those data based on current knowledge of waste at the
TRU waste site.

The results of the “data call” were compiled in a database called the Transuranic Waste
Baseline Inventory Database (TWBID) Revision 2.1. Data from the TWBID are reported in
detail in Appendix DATA, Attachment F and are summarized here. For the CCA, there were
essentially two categories of waste: stored waste and projected waste (see CCA Section 4.1.3.1
for definitions). For CRA-2004, there are three categories of waste: emplaced waste, stored
waste, and projected waste (see Section 4.1.3.1 for definitions).

For the DOE to consider disposal system performance at full capacity, it is was necessary to
scale the waste volumes reported by the TRU waste sites in-the- FWBIR. This is because the
volume tdenttf ied by the T RU waste sites is less than the available volume of the repository,

175,564 m’ (6.2 million fi') PWBIR-doesnotidentify-6-2-million-cubicfeet-(175.564-cubic

meters)-of-existingorprojected-waste. The projected inventory reported by the TRU waste sites
nthe FWBIR is scaled, #needed; to achieve a disposal limit equal to the design limit. The

repository volume, as compared to the CCA, remains unchanged. ForRH-TRU-waste-volume;

As of September 30, 2002, the TRU waste sites reported a total CH-TRU waste stored
inventory of 1.1 x 10° m’ (3.9 x 10° ft3) and a total RH-TRU waste stored inventory of 5.3 %
10° m’ (1.9 x 1 0 ft3 ) (see Tables 4-1 and 4-2). This is DOE’s current estimate of the stored
inventory destined for WIPP. In addition to identified stored volumes, the TRU waste sites
project that an additional 2.5 x 10° m® (8.8 x 10° f) of CH-TRU waste and 1.0 x 10* m’ (3.5 x
10 ft3 ) of RH-TRU waste will be generated in the future.

The stored CH-TRU waste inventory currently reported by the TRU waste sites represents an
increase in the stored CH-TRU waste inventory reported in the CCA inventory estimate. SRS,

DOE/WIPP DRAFT-3231 4-13 December 14, 2003
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RFETS, Hanford, and INEEL all reported increased stored CH-TRU waste volumes based on
new information about their waste and increased accessibility to the waste. The Hanford-RP
waste was not formerly identified with the Hanford Reservation, and therefore its waste was
not addressed in inventory estimates prepared for the CCA. Several SQSs (BCL, BAPL,
KAPL, and PGDP) have added a small inventory of CH-TRU stored waste since the CCA was
submitted.

While the TRU waste sites are reporting larger quantities of CH-TRU waste in the stored
category, they are reporting smaller quantities of CH-TRU waste in the projected category.
The shift from reporting waste as stored rather than projected reflects progress at the TRU
waste sites towards closure.

Overall, the anticipated CH-TRU waste inventory (stored plus projected) remaining for
disposal at WIPP has decreased by an amount that is essentially equivalent to the inventory of
CH-TRU waste emplaced in the repository. The total inventory (emplaced plus anticipated) of
CH-TRU waste is less than the disposal limit of 168,485 m’. T herefore, for PA calculations,
the CH-TRU waste projected inventory is scaled to produce a disposal volume equal to the
repository limit.

The stored RH-TRU waste inventory currently being reported by the TRU waste sites
represents an increase in the stored RH-TRU waste inventory reported in the CCA inventory
estimate. Hanford-RP and Hanford-RL both reported increased stored RH-TRU waste
volumes based on new information about the waste and increased accessibility to the waste.
ANL-E, BAPL, and SNL added a small amount of RH-TRU stored waste to their inventories
beyond what was reported for the CCA. ORNL moved all of their RH-TRU waste into the
projected waste category because they plan to process the waste using segregation, size
reduction, and evaporative drying for sludge. As its entire RH-TRU waste inventory will be
processed, the ORNL RH-TRU waste is reported only as a projected inventory.

While the stored RH-TRU inventory estimates have increased for CRA-2004, the projected
RH-TRU inventory estimates for CRA-2004 are less than what they were in the CCA inventory
estimate. The greatest decrease in projected RH-TRU waste inventory was reported by
Hanford-RL. The TRU waste sites report a decrease in the anticipated (stored plus projected)
RH-TRU waste inventory for disposal at WIPP, a drop from over 2.6 x 1 0 m’ (9.2 % 10° ft3)
reported in the CCA to about 1.0 x 10° m’ (3.5 x 10° f') as of September 30, 2002.

Nevertheless, the anticipated volume of RH-TRU reported for the CRA-2004 is greater than
the disposal limit for RH-TRU. Therefore, for PA calculations, the RH-TRU projected
inventory is scaled down so the total disposal volume of RH TRU equals the repository limit of
7,079 m’ (2.5 x 10° f¢).

DOE/WIPP DRAFT-3231 4-14 December 14, 2003
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In support of performanee-assessment the CCA PA, it was is necessary for the DOE to roll-up
waste information on a repository scale. To this end, the TWBIR describes a process for
grouping individual waste streams with similar physical and chemical properties into waste
profiles, based on the waste matrix code (WMC) assigned by the DOE TRU waste generatorand
storage sites. The same process was followed for CRA-2004 (see Appendix DATA, Attachment
F and Appendix TRU WASTE, Section TRU WASTE-2.0). Waste profiles with similar WMCs
are then combined across the DOE TRU waste system to provide estimated total volumes and
total waste material parameters (WMPs). WMPs and waste components (as used in 40-CFR-§
Section 194.24) are synonymous. Individual waste streams are evaluated to estimate the
occurrence and quantities of nenradtoacttve WMPs (for example, cellulosic materials, iron-base
metal and alloys, etc.) and are identified in Appendix TRU WASTE, Section TRU WASTE-2.0
AppendixWCA as havmg elther a 51gn1ﬁcant or neghglble effect on the performance of the
WIPP repository. See : :
characteristies:

4.1.3.1 Inventory Terminology

The following definitions are provided to help clarify the information contained in this
chapter. Most of the definitions from the CCA have been included in this section without
change. For CRA-2004, some definitions have been refined and others have been added.

Anticipated Waste Inventory — The sum of the stored and projected TRU waste inventories at
currently listed DOE TRU waste sites that have not been emplaced at WIPP.

As-Generated Waste — The chemical and physical status of waste when it is generated. The as-
generated term applies to both stored and fature projected waste.

Disposal Inventory — The inventory volume defined for waste emplacement in the WIPP to be
used for CRA-2004 PA calculations. The Land Withdrawal Act (LWA; Public Law 102-579)
identifies the total amount of TRU waste allowed in the WIPP as 175,564 m’ (6,200,000 f¢).

The “Agreement for Consultation and Cooperation” limits the RH-TRU inventory to 7,079 m’
(250,000 fr') (DOE/NM 1981).

36
37

Emplaced Waste Inventory — Waste that has been disposed at the WIPP as of the inventory
date, September 30, 2002.

DOE/WIPP DRAFT-3231 4-15 December 14, 2003
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Final Waste Form — The expected physical form of a waste stream. The use of the final waste
form helps to group waste streams that are expected to have similar physical and chemical
properties at the time of disposal. Waste is assigned to one of 11 final waste forms: solidified
inorganics, salt, solidified organics, soils, uncategorized metal, lead/cadmium metal, inorganic
non-metal, combustible, graphite, heterogeneous, and filter.
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11
12
13
14

15
16
17
18
19
20
21

Inventory Date — September 30, 2002. The cutoff date for determining the emplaced waste
inventory included in CRA-2004 and the date TRU waste sites have used as the basis for their
revised stored waste and projected waste inventory estimates.

Projected Inventory — The part of the TRU inventory that has not been generated but is eurrently
estimated to be generated at some time in the future by the TRU waste generator-and-storage
sites, is known as projected inventory. The projected inventory is the same as the to-be-
generated waste referred to in 40-CER-§ Section 194.24(a).

Stored Inventory — Also referred to as “retrievably stored” inventory. The part of the
anticipated waste inventory stored in such a fashion that it can be readily retrieved.
Retrievably stored waste includes waste stored at the TRU waste sites since approximately
1970 in buildings or berms with earthen cover and does not include any waste generated prior
to 1970. Retrievably stored waste also includes waste that is stored in underground storage
tanks, ponds, and as decontamination and decommissioning material identified for disposal

that requlres retrleval at the T. RU waste sztes H%U—m*en%e&eu&enﬂym—re@n%vabl&ste&g&a%

25
26
27
28
29
30

Scaling — The process of adjusting, if needed, the projected inventory to the design limit
(disposal inventory) is called scaling. Scaling is needed in performanee-assessment PA to model
the WIPP repository at full capacity (6.2 million eubiefeet f’ by statute). The scaling factor for
the CRA-2004 for CH-TRU waste is 2.11. This is only applied to the projected component of a
waste stream. The scaling factor for RH-TRU waste is 0.172, which is also only applied to the
projected component of a waste stream.

34
35
36
37
38

39
40

Scaled Inventory — Synonymous with Disposal Inventory. The scaled inventory is the
inventory volume that fills WIPP capacity and is used for PA calculations. This volume is
calculated as the sum of the disposal volumes for all WIPP-eligible waste streams after
application of RH-TRU waste and CH-TRU waste scaling computations to each WIPP-eligible
projected TRU waste stream.

WIPP Waste Inventory — The sum of the emplaced waste inventory and the anticipated waste
inventory.
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Waste Characteristic — Section 194.2 includes a regulatory definition of waste characteristic:
Waste characteristic means a property of the waste that has an impact on the containment of
waste in the disposal system.

Waste Component- Section 194.2 includes a regulatory definition of waste component: waste
component means an ingredient of the total inventory of the waste that influences a waste
characteristic.

Waste Matrix Codes (WMCs) — Codes developed by DOE, in response to the Federal Facility
Compliance Act (U-S—Cengress1992a Public Law 102-386), as-a-methodelogy to aid in
categorizing mixed waste streams in the DOE system into a series of five-digit alphanumeric
codes (for example, S5400; Heterogeneous Debris) that represent different physical and chemical
matrices. The WMCs are detailed in the DOE Waste Treatability Group Guidance (DOE
1995f). Using guidance prepared by the DOE (DOE 1995f), the WMC is assigned by the TRU
waste generator-and-storage TRU waste sites for all mixed waste streams and seme unmixed
waste streams. Fhe-FWBIR CRA-2004 has adopted this system to remain consistent with
common terminology used by the DOE TRU waste generatorand-storage sites. WMCs are
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1 verified with radiographic examination (using either real-time radiography [RTR] or an
2 equivalent methodology) and/or visual examination.

3 Waste Stream Profile — This is a description of a CH-TRU or RH-TRU waste stream. Examples
4 efinformationineladedina-w Waste stream profiles include are

5 e waste stream description;
6 e waste stream source description, waste stream identification codes, final waste form;
7
8
9
10 e as-generated waste form volumes and final waste form volumes,

11 e cstimated mintmum; average values for WMP densities;;-and-maximum-weights-of waste
12 omPponRcH SAS -3 CtC H C H M i

13 2 ‘ 5 . 2 ';

a a Y P a o o
v, D) O

14 e identification of whether the waste is CH-TRU or RH-TRU;
15 e final waste form radionuclide inventory (activity in eurtes Ci per cubic meter); and

16 e comments provided by the TRU waste generator-and-storage sites to further explain the
17 data provided.

30 base-metal-and-alloys;celulosies;ete):
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1 WIPP Waste Profile — The WIPP waste profile represents a summary of TRU wastes at all BPOE

2 TRU waste generatorand-storage sites that have an identical final waste form. Examplesof
3 information-incladedina WIPP waste profiles include: are

4

5
6

15

16
17

18

19
20
21

22
23

24
25
26

27

28
29
30

31
32

the final waste form that the profile represents;

listing of the BPOE TRU waste sites (represented by the same final waste form) that are

included in the WIPP waste profile, ineludingthe-name-of the POE-TRU-waste-site;

final waste form volumes of stored and eurrently projected waste for each TRU waste
site; and a

summary of the WMP ﬂammﬁmﬁ%}&me—wefglﬁed—average densztzes—aﬁd—maa&mam

Waste Material Parameters (WMP) — This is one or more of the nenradieaetive TRU waste
stream constituents. The 12 WMPs have been grouped by their chemical and physical properties
as shown in the following list.

Inorganics

Iron-based metals and alloys — includes iron and steel alloys in the waste and does not
include the waste container materials.

Aluminum-based metals and alloys.

Other metal and alloys — includes all other metals found in the waste materials (for
example, copper, lead, zirconium, tantalum, etc.). The lead portion of lead rubber gloves
and aprons is also included in this category.

Other inorganic materials — includes inorganic nonmetal waste materials such as
concrete, glass, firebrick, ceramics, sand, and inorganic sorbents.

Vitrified materials — includes waste that has been melted or fused at high temperatures
with glass-forming additives such as soil or silica to form a homogeneous glass-like
matrix.

Organics

Cellulosic Materials — includes those materials generally derived from high-polymer
plant carbohydrates. Examples are paper, cardboard, kimwipes, wood, cellophane, cloth,
etc.

Rubber — includes natural or synthetic elastic latex materials. Examples are Hypalon,
neoprene, surgical gloves, leaded-rubber gloves (rubber part only), etc.
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e Plastics — includes generally synthetic materials, often derived from petroleum
feedstock. Examples are polyethylene, polyvinylchloride, Lucite, Teflon, etc.
Solidified Materials
¢ Inorganic matrix — includes any homogenous materials consisting of sludge or aqueous-
based liquids that are solidified with cement, Envirostone, or other solidification agents.
Examples are wastewater treatment sludge, cemented aqueous liquids, inorganic
particulates, etc.
e Organic matrix — includes cemented organic resins, solidified organic liquids, and
sludges.
e Cement — includes the cement used in solidifying liquids, particulates, and sludges.
Soils
e Soils — generally consists of naturally occurring soils that have been contaminated with
inorganic radioactive waste materials.

Although not considered to be a waste component, the associated packaging materials are also
listed because they also provide input to the performanee-assessment PA calculations.

Packaging Materials

e Steel — weight of the steel component of the standard container. Any necessary
overpacking is included in the weight of steel.

e Plastics — weight of any standard plastic secondary confinement within the container.
e [Lead — weight of the lead shielding.

The estimated WMP information is expressed in units of kilograms per cubic meter ef-waste
matrix corresponding to the volume the waste package will occupy in the repository. This unit
facilitates scaling the material parameters to address various volumes for perfermanee
assessment PA calculations and sensitivity analysis.

4.1.3.2 Nonradionuclide Inventory Roll-up

The DOE uses the eleven final waste forms #-the- FWBIR as an intermediate step in determining
the inventory of rnenradieaetive- nonradionuclide waste components. These final waste forms
are a convenient way for the DOE to categorize waste for the purpose of waste management and
waste characterization prior to shipment to the WIPP. Waste streams at each TRU waste
generatorand-storage site with srmllar WMCs are grouped together into one of the 11 final waste
forms. as-shewninTable4-2. An

*&fermatrea—rs—rl—l-ustrated—m—F—rga—re#%— The grouping of 1nd1V1dua1 Waste stream proﬁles into a
stte-speetfie WIPP waste profile is based on the similar physical and chemical properties of the
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Current estimates of the WIPP final waste form volumes for CH-TRU and RH-TRU waste are
provided in Table 4-4. For comparison, estimates Estimates of the WIPP final waste-form
volumes for CH-TRU and RH-TRU waste from the CCA are also provided in Table 4-44-3.

The relative contribution of heterogeneous debris, solidified organics, and filters to the
current reported CH-TRU waste volume has increased when compared to the CCA inventory
estimate. The most notable increase is in the heterogeneous debris category. SRS, LANL,
RFETS, and INEEL all reported larger expected volumes of heterogeneous debris in the
CRA-2004 data call than they reported in the CCA inventory estimate. Larger volumes of

DOE/WIPP DRAFT-3231 4-22 December 14, 2003




AN DN AW N —

[eBEN|

11
12

Title 40 CFR Part 191 Subparts B and C Compliance Recertification Application 2004

WIPP WIPP
Waste Inorganic
Profile Nonmetal *
Site-Specific Site #1 Site #2
Waste Inorganic Inorganic
Profile Nonmetal * Nonmetal *
Concrete Glass Firebrick Ceramic Concrete
WWaste Waste Waste Waste Waste Waste
Stream Stream Stream Straam Stream Stream
Profile (85121)* (85122) (55123) (85123) (85121)
| DOE TRU Waste Site #1 | | DOE TRU Waste Site #2 |

-

See Table 4-2 for WMCs that can occur in each final waste form
= WMC

Note: Adapted from Figure 1-2, TWBIR, Revision 3

heterogeneous debris are expected to come from the FB (F-Canyon at SRS) and HB (H-
Canyon at SRS) process lines, facility and equipment operations at LANL, decontamination
and decommissioning at RFETS, and the anticipated start-up of the Advanced Mixed Waste
Treatment Facility (AMWTF) at INEEL.

The relative contribution of uncategorized metal, graphite, soil and combustibles to the
current reported CH-TRU waste volume has decreased when compared to the CCA inventory
estimate. The most notable decrease is in the uncategorized metal category. Hanford-RL,
LANL, and INEEL all reported smaller expected volumes of uncategorized metal in the CRA-
2004 data call than in the CCA inventory estimate due primarily to reassignment of the waste
to more appropriate final waste forms based on new characterization information.
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The relative contribution of inorganic non-metal, filters, soils, solidified organics, and
solidified inorganics to the current reported RH-TRU waste volume has increased when
compared to the CCA inventory estimate. The most notable increase is in the solidified
inorganic category. Hanford-RP and Hanford-RL reported larger expected volumes of
solidified inorganics in the CRA-2004 data call than in the CCA inventory estimate. Larger
volumes of solidified inorganics are expected from Hanford-RP due to the waste in
underground storage tanks.
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Table 4-4. Nonradionuclide TRU Waste Inventory for the WIPP

Final Waste Forms

Current Inventory Volumes (m3)

Volumes Reported in the CCA (m3) !

Emplaced Stored Projected D?s/{)}o)i:l ! Emplaced Stored Projected DZII:Z; /
CH-TRU Waste CH-TRU Waste

Combustible 6.1 % 10° 4.3 x 10° 19 x10° 8.9 x 10° -- 5.8x10° 4.6 x 10° 1.4 x 10
Filter 3.4 %10 9.9 x 10° 5.9 x10° 2.6 x10° -- 2.2x 10 5.1x10° L.2x10°
Graphite 0.0 x 10" 1.2x10° 1.3x10 1.2 %107 -- 5.1x10° 4.8 %10 6.0 X 10°
Heterogeneous 5.7x10° 4.9 % 10° 9.7 % 10° 7.0 x 10° - 2.7%x 10 1.3x10° 5.1x%10°
Inorganic Nonmetal 9.7 X 10° L1x10* 6.8 x 10’ 1.2x10° -- 31x10 9.4 x 109 4.9 10°
i;:ge"”d Cadmium Metal 8.1% 10" 14 %10 3.2% 10" 2.9% 1P - 3.5% 10" 33%10° 6.6 %X 10°
Salt Waste L5 x10° L5 x10° 1.9 x 1¢° 2.1%10° -- 2.1%x10 3.3x1¢° 6.4 % 10°
Soils 0.0 < 10° 3.0x10° 6.0 X 10° 1.3x10° -- 4.1 x 10 6.0 % 10° 1.2 x 10
Solidified Inorganics 3.3x10° 3.5%x10° 7.3 % 107 4.0x10° -- 9.6 X 10° 45 % 10° 1.8 % 10°
Solidified Organics 0.0 x 10° 5.2x10° 3.8 x10° 6.0 % 10° -- 9.1 % 10° 7.5 % 10 L1x10¢°
Uncategorized Metal 3.6x10° 24 % 10° 5.1x10° 1.4 x 10 -- L1 X 10 2.3 x 10 5.4 %10
V;:;‘:;CH'TRU Waste 7.7 % 10° L1%10° 2.5 % 1¢* L7 % 10° - 58 % 10* 54 % 10* 1.6 % 10°

Source: Current inventory volumes - Appendix DATA, Attachment F; Volume reported in the CCA — TWBIR Revision 3
! Comparisons between the current inventory values and the values reported in the CCA are made in detail in Appendix DATA, Attachment F, Annex B
% The WIPP is limited to 7,079 m’ of RH-TRU waste by agreement with the State of New Mexico.
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Table 4-4. Nonradionuclide TRU Waste Inventory for the WIPP — Continued

Current Inventory Volumes (m3)

Volumes Reported in the CCA (m3) !

Final Waste Forms
. WIPP . WIPP
Emplaced Stored Projected g Emplaced Stored Projected s
RH-TRU Waste RH-TRU Waste

Combustible - 1.8 %10 8.9x 107 1.8 x 10 -- 3.6%x10 4.9x 10 -
Filter - 8.9x10 8.9x 10 1.0 x 10 -- -- - --
Heterogeneous - 6.1 x10° 3.8 x10° 13 x10° -- 23x10° 55x10° -
Inorganic Non-Metal - 4.3%x 10" 4.4x 10" 5.1x10 -- 4.6 x 10 2.1%10 -
i;;’ge"”d Cadmium Metal - 1.2% 10" 7.1 % 10° 1.3 % 10 - 7.1 % 10° 6.7 % 10" -
Soils - 0.0 x 10’ 2.0% 10° 34x10" -- -- -- --
Solidified Inorganics - 4.5x10° 3.3x10° 4.6 x 10° -- 1.1%10° 2.3 %10 --
Solidified Organics - 9.5 % 10’ 0.0 % 10° 9.5x 10 -- 3.6x10 0.0 % 10° --
Uncategorized Metal - 8.4 x 10" 6.1 % 10° L1x10° -- 1.2 x 10 1.7 % 10 --
V;:;‘:éslfH'TRU Waste - 5.3 % 10° 1.0 % 10° 7.1 % 10° - 3.6 % 10° 2.3 % 10° -
Total TRU Waste Volumes 7.7 % 10° LI1Xx10° 3.5x10° 1.8x10° - 6.2 % 10° 7.7 % 10 L7x10°

Source: Current inventory volumes - Appendix DATA, Attachment F; Volume reported in the CCA — TWBIR Revision 3

! Comparisons between the current inventory values and the values reported in the CCA are made in detail in Appendix DATA; Attachment F, Annex B

% The WIPP is limited to 7,079 m’ of RH-TRU waste by agreement with the State of New Mexico.
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The relative contribution of uncategorized metal to the currently reported RH-TRU volume
has decreased when compared to the CCA inventory estimate. Hanford-RL reassigned a
significant volume of waste that was reported as uncategorized metal in the CCA to more
appropriate final waste forms based on new characterization information in the CRA-2004
data call.

To establish the nonradioactive waste component inventory, the DOE accumulated WMP
information (as WMP average densities in units of kg/m’) in the FWBIR CRA-2004 data call
by final waste form. This accumulation is shown as a series of tables (Tables 3+ DATA-F-10
through 348 DATA-F-30 in Appendix BIR DATA, Attachment F). inthe TWBIR-

These average densities are further summed to determine the total WIPP waste component
disposal inventory for CH-TRU and RH-TRU waste and are given in Tables DATA-F-31 and
DATA-F-32 of Appendix DATA, Attachment F, and are reproduced here with a comparison to
the CCA inventory values in Tables 4-54 (CH-TRU waste) and 4-65 (RH-TRU waste),
respectively. It should be noted that MgO is not listed in these tables. Since MgO is not a
component of the waste, it is not regarded as a WMP. A discussion of the MgO baekfill is
contained in Chapter 3.0; CCA Appendix BACK and CCA Appendix SOTERM; Appendix
BARRIERS; and Appendix PA, Attachment SOTERM.

Fhe-DOE reports the average density for WMPs because these values are used to generate the

waste-related inputs for perfermanee-assessment PA. Section 3.4 of the TWBIR recommends

use of the average Value based on the methodology used to obtam and report data. Seetien3-3
es— CRA-2004 also

uses average values for the WMPs to generate waste-related mputs for PA.

Analysis of the current inventory estimate and the CCA inventory estimate for CH-TRU waste
shows that waste materials expected for shipment to WIPP have changed slightly since the
CCA. The relative occurrence (expressed as the kg/m3of a given material in the waste) of iron
(Fe), aluminum (Al), and other metal alloys is smaller in the current inventory estimate than it
was in the CCA inventory estimate. In addition, the relative occurrence of solidified organics,
cement, soils, and vitrified material is smaller in the current inventory estimate than it was in
the CCA inventory estimate. In contrast, the relative occurrence of cellulosic, plastic, and
rubber (CPR) materials and other inorganic materials is larger in the current inventory
estimate than it was in the CCA inventory estimate. The current inventory estimate reflects a
shift from an expected waste form consisting of 40 percent metals, 15 percent CPRs materials
and 45 percent other materials reported in the CCA to a waste form that consists of 34 percent
metals, 25 percent CPR materials and 41 percent other materials. The current inventory
estimate reflects a higher occurrence of CPR materials primarily because of a process change
at INEEL. At the time of the CCA, INEEL expected to thermally treat a significant quantity
of waste that contained higher than average quantities of CPRs materials. Through the
process of thermal treatment, the CPRs materials in the waste would be destroyed. INEEL
currently plans to supercompact the waste that they had originally planned to thermally treat.
Supercompaction does not destroy CPRs materials in the waste. As a consequence, the waste
expected to come to WIPP from INEEL has increased CPRs materials relative to those
reported for the CCA.
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Table 4-5. WIPP CH-TRU Waste and Container Material Disposal Inventory

Average Density Average Density Reported
Waste Materials Based on Current Inventory in the CCA
(kg/m’) (kg/m’)
Waste Materials
Fe-Base Metal/Alloys L1x10° 1.7 x10°
Al-Base Metal/Alloys 14x10 1.8x 10
Other Metal/Alloys 3.0x10 6.7 x 10"
Other Inorganic Materials 4.2x10" 3.1x10
Vitrified Materials 6.2x 10" 5.5x10'
Cellulose 5.8 x 10" 5.4 x 10"
Rubber 1.4 x 10" 1.0 x 10
Plastic 4.2x 10" 3.4 %10
Solidified Inorganic Materials 7.7x 10" 5.4 x10'
Solidified Organic Materials 16x10 5.6x10°
Cement (Solidified) 2.9x% 10 5.0 x 10"
Soil 1.9x 10 4.4x10
Container Materials

Steel L7x10° 1.4 x10°
Plastic and Liners 1.6x 10 2.6x 10"
Lead 1.4 x 107 0.0 10

Source: Appendix DATA, Attachment F.
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Table 4-6. WIPP RH-TRU Waste and Container Material Disposal Inventory

Average Density Average Density Reported
Waste Materials Based on Current Inventory in the CCA
(kg/n’) (kg/m’)
Waste Materials
Fe-Base Metal/Alloys LIx10° L0x 10
Al-Base Metal/Alloys 2.5x10 7.1x10°
Other Metal/Alloys 3.2x10 2.5x10°
Other Inorganic Materials 3.5x10" 6.4 x 10
Vitrified Materials 5.7%x 107 4.7x10°
Cellulose 4.5x10° 17x10
Rubber 31x10 3.3x10
Plastic 4.9x10° 1L5x10
Solidified Inorganic Materials 3.9x10 22x10"
Solidified Organic Materials 4.0x10° 9.3 x 107
Cement (Solidified) 8.7x 10" 1.0x10°
Soil 2.6x10
Container Materials

Steel 4.8 x10° 4.5x10°
Plastic and Liners 14x10° 31x10
Lead 4.4 x10° 4.7 x 10°

Source: Appendix DATA, Attachment F
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The container materials for CH-TRU waste are steel, plastic, and lead. The current inventory
estimate reflects a higher occurrence of steel, a lower occurrence of plastic, and a higher
occurrence of lead in the packages coming to WIPP when compared to the CCA inventory
estimate. Additional steel in packages currently planned to come to WIPP results from the
planned increased use of overpacks (Type A or equivalent packages, pipe overpacks, ten-drum
overpacks, 100-gallon drum overpacks, etc.). The increased use of overpack containers in the
current inventory estimate also leads to a reduction in the use of plastic liners in packages
coming to WIPP. Thus, the density of plastic packaging material is smaller than it was in the
CCA inventory estimate.

Withregard-to-tThe inventory of chemical components of the waste (needed for scoping
calculations to determine their importance on performance) this information was requested in
the CRA-2004 data call : e e
of RevistonZ-of the TWBIR. The 1nformat10n requested by the DOE was spemﬁc to sohdlﬁed
waste forms destined for disposal at the WIPP and 1ncluded complexmg agents nltrates sulfates
phosphates, and cement. 1Y ; cetion

331332 and 33 3-of the TWBIR, Revision3. A summary of this information can be found
in Appendix DATA, Attachment F. Additional information addressing the impact, limits, and
characterization (or noncharacterization) of these chemical components is provided in Appendix
TRU WASTE, Sections TRU WASTE-2.0 and TRU WASTE-3.0. WCA., Appendix-WCE;
Seetion4-4;-and-Fables41-and4-13. The importance of these chemical components to
performanee-assessment PA is assessed in Appendix TRU WASTE, Section TRU WASTE-
2.0WCA..

4.1.3.3 Radionuclide Inventory Roll-up

Estimates of the radionuclide inventory are included in the FWBIR Appendix DATA,
Attachment F. Generators TRU waste sites derive these estimates based on acceptable
knowledge including any quantitative results that may be available. In the data call for CRA-
2004, TRU waste sites reported estimated values for radionuclide activities on a waste stream
basis including both the stored and projected components. The actual activity radioaetive
inventory of disposed waste wil-be is determined quantitatively prior to shipment, as discussed
in Section 4:2:2 4.4.2.

34
35
36
37

The WIPP disposal radionuclide inventory for PA is a calculated value based on the
radionuclide activities reported for emplaced, stored, and projected waste. The radionuclide
activities in the projected component of the waste are scaled using the scaling factor and
added to the radionuclide activities for stored and emplaced components of the waste.
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Th1s calculat10n is based on all radlonuchde activities decayed to the end of -1—995 2001

Radioactive decay and build-up calculations were are-performed annualy-andreportedin-the
PWBIR using the commercially available code ORIGEN2 (Croff 1980). The levels of

radioactivity reported include contributions from both parent and daughter decay products. Fhe

waste For CH TRU waste the total curics Cl for eaeh radlonuchde is d1V1ded by the CH TRU
disposal #rventery volume to obtain a eurtes Ci per cubic meter concentration for each
radionuclide on a repository level. For RH-TRU waste, the total decayed WIPP euries Ci for
each radionuclide is divided by the sum-oefthestored-and-actual projeeted RH-TRU waste

volame disposal volume to obtain a radionuclide concentration in esries Ci per cubic meter.

The WIPP disposal radionuclide inventory te-be used in this-applieation PA for both CH-TRU
and RH-TRU wastes is shown in Table 4-76. Activities at closure (2033) are used in PA. The
table shows individual radionuclide activity in euries Ci for both CH-TRU and RH-TRU waste.
Based on the total eurtes Ci shown in Table 4-76 and to the extent to which each radionuclide is
regulated by 40-CER-§ Section 191.13, approximately 99:9 98.6 percent of the regulated CH-
TRU activity at repository closure is contributed by ***Pu, ***Pu, **°Pu, and **' Am.
Approximately 99-4 99.5 percent of the regulated RH- TRU activity at rep0s1t0ry closure is
contributed by *’Cs, *Sr, #*’Pu, **°Pu, **' Am, and ***Pu (Ssee Appendix WCA-Section
WCEAS2 TRU WASTE Sectlon T RU WAS T E-2.0). The same radionuclides were identified
in the CCA as the largest contributors to the regulated CH-TRU waste and RH-TRU waste
activity at repository closure (see CCA Appendix WCA, Section 8.2). Overall, activity for all
TRU radionuclides has decreased from 3.44 x 10° Ci (at 2033) reported in the CCA to 2.48 x
10° Ci (at 2033) in the current inventory estimate. The results for RH-TRU waste show
variations in individual radionuclide activity and an overall increase in reported activity since
the CCA.

The values presented in Table 4-76 are used as input to the performanee-assessment PA
calculations. A more detailed examination of the programs prepared by the DOE to collect
supplemental radiological data is are provided in Section 4.4.

In addition to the inventory in Table 4-76, the DOE has determined the average radionuclide
inventory for each of the 569 779 (693 CH-TRU waste streams and 86 RH-TRU waste streams)
CH-TRU and ene-RH-TRU waste streams #+-the-coneceptaal-models (see Appendix-BIR;
Reviston3-Appendix B2 DATA, Attachment F). In the conceptual model for PA, the
distribution of 693 CH-TRU waste streams and one RH-TRU waste stream (representing all of
86 the RH-TRU waste) Fhe-distribution-of-waste-streams s are randomly sampled in the
performanece-assessment PA preeess to determine releases due to inadvertent human intrusion.
This process is discussed in Section 6.4.12.4 and assumes that each container in the waste stream
has the average radionuclide inventory for that stream.
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Pu-238 +94E+06 5:63E+03 1+32E22 x x &
Pu-239 F95E+05 231E+03 +73E+03 x x *x
Am24+ 4-88E+05 +42E+03 +55E-04 x x *x
Pu-240 2HE+05 6:23E+02 216E+02 x x €
cs137 931E+04 2ZHE+0+ 0-00E+00 x — —
Se-90 &3E+04 2.54E+01 0-00E+00 x — —
U233 +95E+03 5.67E+00 544E+00 x x €
U234 T5HE+02 218E+00 4-.09E+00 x x x
Fh-2360 3.06E-0+ 388E-03 3.56E+00 - x 3
Pu-242 +17E+03 3-40E+00 3.34E+00 - x €
Fh-229 9.97E+00 2.90E-02 3-40E+00 - x €
Np-237 6:49E+0+ +89E-0+ 4.82E-0+ — x —
cm-245 +15E+02 333E-04 +48E-0+ — x —
Ra-226 +HE+0+ 332E-02 2F7E-0+ — — -
Pb-210 &75E+00 2:54E-02 277E-0+ — x —
U238 5.04E+0+ +46E-01 +46E-01 — x —
U236 62E-01 +95E-03 +16E-0+ — x —
Am-243 325E+0+ 945E-02 3-69E-02 - x -
U235 +75E+0+ 5.08E-02 T06E-02 - x -
cm-243 2.07E+0+ 6:03E-02 0-00E+00 - x -
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Table 4-7. Radionuclides Considered in PA

Current Inventory Values

Values Reported in the CCA

Release Calculations (1)

EPA Units

EPA Units

Cuttings,

Radionuclide| [nyentory a.t Inventory a.t T Direct Brine Salado Culebra
Closure (Ci) | At Closure™ | At 10,000 years | Closure (Ci) At Closure | At 10,000 years | gp,5j g lease Release Release Release
“5Pu 125X 10° | 5.04%10° | 261%10% | 1.94x10° | 564%x10° | 1.32x 107 x x ) )
*Pu 6.65%10° | 2.68%10° | 2.01x10° | 7.95x10° | 2.31x10° | 173x1¢° x x x x
! Am 4.58%10° | 1.84%x10° | 248%x10" | 4.88%x10° | 1.42%10° | 1.78 %107 x x x x
20 py 108X 10° | 436%10° | L51x10° | 214%x10° | 622%10° | 2.16 X 10° x X c ¢
57 s 1.79%10° | 719%x10" | 000%x10" | 931x10° | 271x10" | 0.00%10° x - - -
'Sy 1.42 x 10° 5.71 x 10 0.00 x 10° 8.73 X 10* 2.54 % 10" 0.00 % 10’ x - - -
By 1.27x10° | 512%x710° | 491x10° | 1.95%x10° | 567x10° | 54410 x x c c
2rh 539x710° | 217%x10° | 3.04%10° 9.97x 10" | 2.90x10° | 3.40%10° - x ¢
By 319%10° | 1.28%10° | 3.03x 10 751 10° | 218%10° | 4.10% 10’ x X X x
#0Th 1.76 X 107 | 7.07%x10° | 2.64%x10° | 3.06%107 | 890%10° | 3.55%10° - x x x
By 1.54%10° | 621x107 | 621x107 | 501%x10" | 1.46 %107 | 1.46 % 10" - x - -
*’Np LOIX10" | 4.06x10° | 427107 | 649%x10" | 1.89%107 | 4.83% 10" - x - -
“2Th 6.83%10° | 2.75% 107 | 2.75% 107 | LOIx10" | 2.94x10° | 2.94% 10° - x - -
*Ra 6.28x10° | 2.53%x10% | 2.07x107 | 114%x10" | 331x107 | 277x10" - - - -
10pp 4.94% 10" | 1.99%x10° | 207%x107 | 875%x10° | 254%x10° | 2.77% 107 - x - -
2 py 271X 10" | 1.09x107 | 1.07x107 | 117x10° | 3.40%x10° | 3.34%x 10 - x c ¢
5 Am 217%10" | 875X 107 | 574%107 | 3.25%10" | 9.45%107 | 3.69% 107 - x - -
By 1.65% 10" | 6.66%10° | 862x10° | 6.72x10" | 1.95x10° | 1.16 % 10" - x - -
By 228%x10° | 9.18%x10° | 3.21x107 | 1.75%10" | 509%10° | 7.06 % 107 - x - -
“c 325x10" | 1.31x10° | 3.90%x10° | 1.28%10" | 3.72x10° | 1.11% 107 - -
Py 3.06x10" | 1.23x10% | 0.00%x10° | 1.79%x10" | 520%107 | 0.00% 10’ - - - -
4 9.57x 107 | 3.85%10° | 806%10° | 505%x107 | 1.47%x10° | 1.28% 107 - - - -
1 py 1.21 10" | 4.88%10° | 806%10° | 4.67x10" | 1.36x10° | 1.28% 107 - - - -
Cm 4.07%10" | 1.64%x10° | 000%x10" | 207%10" | 6.02%10° | 0.00%10° - x - -
Cm 9.32% 107 | 3.75% 10" | 3.68x107 | 3.72%x10° | 1.08*x10° | 1.06% 10" - x - -
Cm 1.92x 107 | 7.72%10° | 3.97x10° | 1.15%x10° | 3.40x10° | 1.85% 10-° - x - -
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Table 4-7. Radionuclides Considered in PA — Continued

Current Inventory Values

Values Reported in the CCA

Release Calculations (1)

Radionuclide|  [nventory at EPA Units Inventory at EPA Units C‘fz’iﬁ’:‘g‘i’n | Direct Brine | Salado Culebra
Closure (Ci) At Closure™ | At 10,000 years | Closure (Ci) At Closure At 10,000 years Spall ige e,le o Release Release Release
*“Pu L10%10° | 4.44x10° | 447%10° | 1.51x10° | 4.34x10° | 1.26%10* - x - -
Hem | 2.51x10° 3) 3) 7.44 % 10° 3) 3) x x - -
*1Pu 538 10° 3) 3) 3.94x10° 3) 3) x x - -
Percent of EPA Units at closure represented by nuclides in source term 99.98% 98.71% 48.95% 48.95%
\Percent of EPA Units at 10,000 years represented by nuclides in source term 99.65% 99.99% 99.92% 99.92%

Source: Appendix TRU Waste, Section TRU Waste-2.0

1. See Section 6.3 for a discussion of scenarios analyzed by PA and the release pathways.
2. Pu-238 was included in the Salado transport calculations but the release to the Culebra was too low to merit calculation of its transport within the Culebra. The EPA unit percent total at closure
increases to 98.71% with Pu-238 added; the percent at 10,000 years is unaffected.
3. Pu-241 and Cm-244 are not regulated by Part 191 of the Code of Federal Regulations but are included because their daughters, **' Am and **’Pu, respectively, are significant to performance
4. At closure is decayed through 2033.

x indicates an isotope included in calculation.
¢ indicates isotopes that are combined for transport with isotopes having similar characteristics.
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4.2 Waste Components and Characteristics

This section of the application is provided to document compliance with the provisions of 48
CEER-§ Section 194.24(b) and describes, in summary fashion,

e those components or characteristics of the waste that are most important in terms of their
impact on the performance of the WIPP disposal system and

e the limits imposed by the DOE on the significant components or characteristics of the
waste to ensure that future emplaced waste will behave in a manner that is consistent with
the inventory assumed for the performance calculations.

4.2.1 Identification and Qualification

Lo followd : . b crites | CER_§-194.24(b).

The waste characteristics and components expected to be most significant to performance are the
predominant radionuclides and their associated characteristics and components affecting actinide
mobility. These are summarized in Table 4-87%; they are unchanged from the CCA.

The waste unit factor is the number of millions of euries Ci of alpha-emitting TRU radionuclides
with half-lives longer than 20 years (40-EER Part 191 of the Code of Federal Regulations,
Appendix A). In the WIPP, 407-2.48° million eusies Ci of TRU waste will be in the repository
at closure, so the waste unit factor is 4:07 2.48. The radionuclides that contribute to the waste
unit factor are based on an analysis (see Appendix WEAS2-TRU WASTE, Section TRU
WASTE-2.0) of the radionuclide inventory in Revision3-ofthe FWBIRA(AppendixBIR)
Appendix DATA, Attachment F and are presented in Table 4-98 (decayed to the end of 2033).
The radionuclide contributions to the waste unit factor from the CCA are also presented in
Table 4-98. Waste characteristics and components with an insignificant impact on performance
are summarized in Table 4-109; this table remains unchanged from CCA Table 4-9 and it
remains valid for CRA-2004.

4.2.2 Repository Limits

Fhis The following discussion is responsive to the criteria at-40-CFR-§-194.24(c)(1) and 40-CER
§ 194.24(¢c)(2).

Waste cComponents are the controlling factors for the waste characteristics. therefore-any
Therefore, limits imposed on the waste components necessarily serve to limit the waste
characteristics. In the case where a characteristic is benign with respect to repository
performance, no control of the corresponding component is necessary and no limits need be
imposed on that component. Conversely, should repository performance be sensitive to a
particular waste characteristic, then control of the corresponding component is mandated and
limits are established to restrict the maximum or minimum amounts of that component allowed
for disposal.

? The value of the WUF changed during EPA’s completeness evaluation for the CCA. In the CCA, a value of 4.07
was reported for the TRU waste inventory decayed through 1995. In the PAVT, the WUF used was 3.44. This is
a corrected value for TRU waste decayed through 2033.
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Table 4-87. Waste Characteristics and Components Expected to be Most Significant to

Performance
Component Characteristic and-Coemponent Reason for Significance

239Pu, 240Pu, 241Am, 233 U, and By Activity 99 percent of EPA unit after 2,000
years

¥py Dominates dominates EPA unit at
early times

pluatentm Pu and amerieram Am Solubility et Pu-and-Am large Large EPA unit; mobility
depends on solubility

| Activity Very xery low activity; dilutes
higher-activity uranium isotopes
for brine-based releases

Iron frenRedox potential matintains Sustains reducing

environment so that lower, less
soluble oxidation states of actinides
predominate

nitrate, sulfate

Cellulose eelulose, plastic, rubber,

Nutrient for microbes

Microbial mierebial nutrients that
are metabolized to methane and
several other gases, increasing gas
pressure; formation of colloids

humie Humic materials, cellulose
breakdown products

Colloid Formation

form Formation of humic colloids
that sorb and transport actinides

nenferrous Nonferrous metals Organic complexation preventinerease Prevent increase
in actinide solubility by binding
with ligands

waste Waste shear strength wmpertant Important to spalling

and cavings

Source: Appendix-W-CA-(Fable WCA12) Appendix TRU Waste, Section 2

Based on the performanee-assessment PA calculations and the rationale develeped described in
Appendix WEE TRU WASTE, Table 4-1110 identifies the characteristics of the components for

which assay determination prior to emplacement is required. Table 4-11149 also lists any
applicable repository-based emplacement limits for the components. Discussions of the rationale
for the proposed assaying and emplacement limits for each component are presented in
Appendix TRU WASTE WCE. All of the components identified in CCA Appendix WCA and
Appendix TRU WASTE, Section TRU WASTE.2-0 were found to be insignificant to disposal
system performance. Therefore, it is not necessary to establish additional container-based

emplacement limits for these components. etherthantheose-alreadyimposed-through the CH-
TRU Waste Acceptance Criteria {(WAC) (see next section).

Table 4-12+H is a supplement to Table 4-11149; that is, it lists the repository limits imposed by the
LWA (Public Law 102-57959-S—Cengress1992b). Collectively, Tables 4-1140 and 4-12H-
define the WIPP repository-based emplacement limits on the waste.
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Since the first waste shipment was accepted at the WIPP, DOE has tracked the quantities of
materials identified in Tables 4-11 and 4-12 emplaced in the repository for comparison with

emplacement limits. The quantities of these materials emplaced in WIPP since its opening
through September 30, 2002, are listed in Tables 4-13 and 4-14.

4.2.3 Waste Container Limits

Waste limits have been established by the DOE as part of the WIPP’s design development and
by the WIPP LWA. Table-412-identifies~waste-containerlimits: Waste container limits
relevant to the requirements of 194.24 (c) and (g) are identified in Table 4-15. The CH-TRU
WAC —is-a-compilation-of-eriteria-thatrestrict the physical, chemical, and radiological properties
of the waste to mitigate conditions that will have adverse impacts on human health and the
environment. The evrrent WIPP CH-TRU WAC (DOE 2002b 1996) does not include

restrictions associated with or driven by perfermanee-assessment PA results.
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1 Table 4-9. Radionuclides That Contribute to the Waste Unit Factor
Current Inventory Values Values Reported in the CCA™”
. Half-Life
vacide | Koy | ey ar | | menoryar |,
Closure Closure
1 gm 4.33%10° 4.58 < 10° 1.82x 10 4.88 % 10° 1.42 x 10
5 Am 7.37 % 10° 217 %10 8.63x10° 3.25x 10" 9.45 % 107
of 3.51x10° 7.24 X 107 2.88x10° 6.38 % 107 1.85 % 10°
#lef 9.00 x 10° 5.10 x 107 2.03%x10° 3.67x10° 107 %107
BCm 2.91% 10 4.07x 10" 162X 10° 2.07% 10" 6.02 % 107
Cm 8.50 x 10° 1.92 x 107 7.62 % 107 L15% 107 3.34x107
“5Cm 4.76 x 10° 2.22%x 10" 8.80 x 107 1.02 x 107 2.97%x10°
Cm 1.56 X 107 9.45% 10° 3.75% 107 9.51x10° | 2.76 X 107"
“BCm 3.48 x 10° 9.32 x 107 3.70x 10°° 3.72x 107 1.08 x 10°
Np 2.14 % 10° 1.01 x 10" 4.00% 10° 6.49 % 10" 1.89 x 10°
38 py 8.77 % 10 1.25 % 10° 4.98 x 10’ 1.94 X 10° 5.64 % 10"
39py 2.41 % 10* 6.65 % 10° 2.64 % 10 7.95 X 10° 2.31 x 10
#py 6.56 X 10° 1.08 % 10° 4.30x 10° 214 % 10° 6.22% 10’
py 3.75%10° 2.71 x 10" 1.08 x 10° L17x10° 3.40 x 107
Hpy 8.00 x 107 110 107 4.38x 10°° 151 x10° 4.39x 10"
Total 2.48 x 10° 9.86 % 10’ 3.44 % 10° 9.99 x 10’

Source: Appendix TRU WASTE, Section TRU WASTE-2.0.
(1) Radionuclide activities and the WUF were reported with conflicting values in several places in the CCA. The values
used in this table were the actual values used in the performance assessment for the CCA as recorded in the PAPDB.

3
4 Table 4-109. Waste Characteristics and Components Expected to be Insignificant
Characteristics and Component Reason for insignificant impact
radionuelides Radionuclides other than EPA unit is negligible fraction of total, even with ingrowth
those in Table 4-87
substances Substances that may affect pH' pH is buffered by MgO backfill
substanees Substances that produce CO, CO, is removed by reaction with MgO backfill
intrinste Intrinsic and mineral fragment fraction Fraction of actinides mobilized by these colloids is
colloids insignificant
organtie Organic ligands remeved Removed by binding with Mg and nonferrous metal
heat Heat generated by exothermic reactions | heats Heats of formation are small and thermal mass of
repository is large so that temperature rise is negligible
fluid Fluid in the waste neghigible Negligible compared to brine volume
Source: Appendix TRU WASTE WEA(Fable- WCA—13)
! These components are significant for gas generation, but not for actinide solubility.
5
6
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Table 4-170. Repository-Based Emplacement Limits Related to Perfoermanee-Assessment

H, has gas generation
complexing with organic ligands

PA
Components
Waste Components Associated Waste Characteristics Requiring Emplacement Limits
Quantification
radionuclides radioactivity at closure #Am none’
radioactivity after closure 8py
solubility 9py
colloid formation #0py
reduction-oxidation state #2py
233
234U
238U
90g,
137C S
ferrous metals (iron) reduction-oxidation potential none minimum =2 X 10’

kilograms (amount from
containers)’

cellulosic, plastic,

gas generation

sum of emplaced

maximum = 2.2 X 10’

rubber materials humic colloids (see below) components kilograms®
gas generation
sulfates gas generation none none”
nitrates gas generation none none”
solid components particle size none none
effective shear resistance to erosion
tensile strength
with-waste meters-for CH-TRE
limitof
total-waste-volume-as—set
by-the WAC)-*
humic substances radionuclide-bearing humic colloids none none
nonferrous metals bind with organic ligands and prevent | none minimum =2 X 103
(metals other than increased solubility kilograms®
iron)
organic ligands solubility none none”

DOE/WIPP DRAFT-3231

Source: Appendix-WEE TRU WASTE, Section TRU WASTE-3.0
Inventory curie content will be tracked.
? Minimum set to ensure sufficient reactants for reducing radionuclides to lower and less soluble oxidation states. Awverage-densityfor

3

# For the current waste generation processes that are documented in the TWBIR.

_emﬁmﬁmm Eel S<
’ Minimum quantity for complexing with organic ligands (see Appendix SOFERM;Seetion SOFERM-5 PA, Attachment SOTERM).

Maximum set to ensure sufficient MgO backfill is available to react with CO, produced.
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Table 4-121. Repository-Based Emplacement Limits Imposed by the LWA

Waste Components

Emplacement Limits

Total Capacity (CH- and RH-TRU)

6.2 million eubiefeet fi° (175,564 eubie-metersm’)

RH-TRU waste total euries-Ci

5.1 million euries Ci (~18.9 x 10'® Becquerels)

RH-TRU waste total dose rate

rems per hour

No more than 5 percent by volume may exceed 100

Table 4-13. Quantities of Radionuclides Emplaced in the Repository as

of September 30, 2002’

Radionuclide Quantity (Ci) Radionuclide Quantity (Ci)
74c 3.64 %107 "7 Pm 0.00 % 10’
1 Am 1.17 % 10° pu 5.64 % 10°
*Am 4.81 % 10° Pu 1.38 X 10°
"c 0.00 % 10° #'py 3.10 x 10
*cf 0.00 % 10° 1 py 4.37%10°
e 0.00 % 10° *#py 2.96 x 10°
®cf 0.00 % 10° *#pu 0.00 % 10°
*Cm 0.00 % 10° Ra 7.88 %X 10°
*Cm 0.00 % 10° **Ra 0.00 % 10°
Cm 0.00 % 10° ”Se 0.00 % 10°
#5Cm 0.00 % 10° BlSm 0.00 % 10°
*Cm 0.00 % 10° 2lsp™ 0.00 % 10°
Cm 0.00 % 10° Y 0.00 % 10°
“Co 3.47%x107 'Sy 0.00 % 10°
s 0.00 % 10° ?Te 0.00 % 10°
B7cs 0.00 % 10° *Th 0.00 % 10°
| 0.00 % 10° #'Th 2.41 X 107
"k 2.87 %X 10° *2Th 2.61x10°
*’Na 5.34%x 10 2y 0.00 % 10°
Y Ni 0.00 % 10° By 2.73 % 107
BN 0.00 % 10° iy 1.26 X 10°
Np 4.00 % 107 By 1.22x 107
#pa 5.04 %107 #y 0.00 % 10°
P 0.00 % 10° v 6.53 % 10’
"pd 0.00 % 10° P zr 0.00 % 10’

Source: WWIS

! This data was taken from the WWIS and differs slightly from the data reported for WIPP in Appendix DATA Attachment F because all
data in Appendix DATA Attachment F has been decayed to a single base year 2001 (i.e., decayed through 2001) while the data reported
in the WWIS are reported values bases on assay which have not been decayed to a single base year.
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Table 4-14. Quantities of Non-Radionuclide Waste Components Emplaced in the Repository
as of September 30, 2002, and Associated Emplacement Limits

Waste Components

Quantity Emplacement Limit

Ferrous metal (iron)

2,487,261 kilograms Minimum =2 x 107 kilograms

Cellulosic, plastic, rubber materials 700,981 kilograms Maximum =2.2 x 107 kilograms

Nonferrous metals (metals other than iron) | 31,059 kilograms Minimum =2 x 10° kilograms

Source: WWIS

Table4-12.C . B I Limits I 1 byv-the WAC
W c ar s Limi

Hand RE icali 200 fissil el (FGE) 55 caltond

<325 FGE-perstandard-waste-box(SWB)
239 . .. U 1 W

CH-and RH-waste™ Pu-equivalent activity 801 ; val s (PE_Ci ]
<130-PE-Ciper SWB
<}800-PE-Ciperdram’
Solidified Mitrified W
£1800-PE-CHs5vulondrum

CH-and-RH-wastesurface-doscrate <200-mremthe(CHY
<1000-rem/hr(RH)

- T 23 curies/h
. NoTiaad
Liquids or agueous-waste . . oo
. . HqEeT &
ch in the c THEPE
Explosives Nene
Compressed-gases Nene
- . o - . -
Yror N 5 i lﬂ f bori
Polyechlorinated-Biphenyls <50-ppm

Table 4-15. Container-Based Limits

Waste Component or Characteristic

Limit

CH-TRU and RH-TRU waste activity

> 100 nCi/gram of waste

CH-TRU waste surface dose rate

<200 mrem/hour (CH)

RH-TRU waste surface dose rate

<1000 rem/hour (RH)

RH-TRU waste Ci per liter

23 Ci/liter averaged over the container

DOE/WIPP DRAFT-3231
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Transportation WIPP New Mexico
Packaging SAR Hazardous Waste Permit
SARP
Y
WIPP WAC
A
SV:sJ,EePr’n Com_pliaqce
WIPP LWA Design Certification
ok Application
Description

Note: Adapted from Figure 2-1, WAC Revision 5.

CCA-082-2

£ 4. Oricins.of the WAC
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Fhe-DOE WAL requires the gererater TRU waste site to prepare a waste-certification pregram
plan that lists the methods and techniques used to determine compliance with the CH-TRU
WAC and the QA program (see Appendix QAPD-2004). and This includes guality assuranee
0A and quality control criteria that are applied to the generator’s waste certification program.
Each participating TRU waste site is responsible for developing and implementing stte-specific
TRU waste program documents (plans) that address all activities pertaining to TRU waste
characterization, certification, packaging, and transportation of TRU waste to the WIPP. These
plans include the TRU Waste Certification Plan and associated QA plan, the TRUPACT-II
Authorized Methods for Payload Control and associated QA plans, and the TRU waste
characterization QAPjP. Methods of compliance with each criterion and requirement are
documented or specifically referenced and include procedural and administrative controls.

Based on the acceptance of the site-specific waste characterization and QA program, the The
POE €AO CBFO Manager is responsible for granting and revoking the program certification
that allows the TRU waste site to ship waste to WIPP. autherity-to-a-site-to-ecertify FRU-waste
to-the WAC. The €EAO CBFO performs certification audits of the TRU waste sites to assess the
implementation of and compliance with the approved plans. On the basis of acceptable results of
the certification audits, the DOE grants TRU waste certification authority and transportation
authority to the TRU waste site. Continuing oversight of participating TRU waste sites is
provided by the DOE through periodic audits of TRU waste characterization, certification, and
transportation activities.

Consistent with the provisions of section 194.8, the EPA also has a role in the approval
process. The EPA determines compliance with requirements for site-specific QA programs.

A Waste-stream profile forms are (contained-inthe- W-AP)is used by generator TRU waste site

personnel to notify the WIPP that a waste stream has been identified and characterized. The data
described on this form are used by the WIPP as the basis for acceptance of the waste
characterization process identified for each container belonging to this waste stream. The CH-
TRU WAC establishes limits for the physical, radiological, and chemical characteristics of the
waste in addition to specifications for the waste packaging. Waste that has been characterized
in accordance with the WAC, the Waste Analysis Plan (WAP) (Attachment B of NMED 2002),
and the QAPD may be shipped to WIPP for disposal. Additional information regarding the
TRU waste site waste characterization and QA program requirements is provided in Appendix
TRU WASTE.

ee the ned-neeessa ? e pern) o as;a Appropriate
changes to the CH-T R U WAC will be pubhshed to reﬂect new restrlctlons and conditions
imposed by permits and certifications. These changes will be communicated to the generator
and-storage TRU waste sites as a change to the CH-TRU WAC. Those retrievably stored or
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newly generated waste streams that do not meet the ewrrent-dispesal CH-TRU WAC, however,
may require processing (including repackaging and/or treatment) until certification can be
attained. Any such processing is the responsibility of the TRU waste site proposing to ship the
waste to the WIPP. TRU waste that has been characterized in accordance with prior revisions of
the CH-TRU WAC and-the-QAPP may be reconciled with current requirements. This
reconciliation is documented and filed at the TRU waste site.

Several changes related to waste characterization have occurred since the initial certification.
These include:

1. Waste characterization elements of the QAPP (TRU Waste Characterization Quality
Assurance Program Plan, CAO [CBFO] 94-1010), have been incorporated into recent
revisions of the CH-TRU WAC, the WAP, and the QAPD. The QAPP and the TRU
Waste Characterization Sampling and Analysis Methods manual (DOE 1995¢) have
been eliminated.

2. CCA-related radiography and visual examination (VE) characterization methods that
were in the CAO [CBFO] QAPP prior to its cancellation are now included in the WAP.

3. The CCA-related nondestructive assay (NDA) requirements in the QAPP were
incorporated into Appendix A of the CH-TRU WAC.

4.3 Waste Controls

This section describes those processes that ensure compliance with the limits for CH-TRU waste
and RH-TRU waste to be emplaced in the WIPP disposal system.

4.3.1 Load Management

The following diseusston discusses is-responsive-to-the-eriteria-at-40-CER-§ compliance with
Section 194.24(d)(¥).

Load management is the process of controlling the shipment and emplacement of TRU waste in
order to achieve a predetermined (that is, nonrandom) distribution of waste within the disposal
system. An important reason for considering the impact of spatial distribution of waste in the
repository is because of the significance of human intrusion on long-term repository
performance. As described in Section 6.4.12, drilling events are assumed to be random in time
and space. The location of each intrusion borehole within the waste disposal region is sampled
randomly. Each intrusion borehole that penetrates waste may encounter CH-TRU waste or RH-
TRU waste. For calculating direct releases to the accessible environment, containers are
assumed to be placed in the WIPP from the various 569 waste streams which comprise CH-TRU
waste in a random manner. In calculating direct releases resulting from a drill bit penetrating
containers, each of the three stacked containers can come from different waste streams and have
different activity loading. As described in Section 6.5, direct release from cuttings and cavings
are the most important releases in assessing compliance with the quantitative containment
requirements in 40-CER-§ Section 191.13(a) for both the CCA and CRA-2004.
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The CCDFs presented in Section 6.5 are constructed by estimating cumulative radionuclide
releases to the accessible environment for 10,000 different possible futures. The estimated
release for each future includes the randomly sampled waste streams for each of the various
intruding boreholes that comprise that sampled future. A sampling of 10,000 futures is large
enough that the relatively low probability combination of three of the waste streams with higher
activity loading occurring in a single drilling event is captured in the CCDFs presented in
Section 6.5. As described in Section 6.5, the CCDF is not impacted by sampling uncertainty so
the assumption of random emplacement of containers is not important to the location of the

CCDF and a load management plan is not necessary to support performanee-assessment PA
assumptions.

In support of CRA-2004, DOE completed an investigation into inhomogeneities in
emplacement of waste in the repository. The focus of the investigation was to verify that
inhomogeneous emplacement of waste streams does not have a significant impact on PA. The
results of the investigation are reported in Chapter 6.0.

4.3.2 WIPP Waste Information System

The following discusses compliance with diseussionisresponsive-te the criteria at 40-CER-§
sections 194.24(c)(4), and40-CER-§19424(c)(5), and these-at-40-CER-§194-24(e).

The WWIS is acomputerized an electronic data management system used by the DOE WAPP to
gather, store, and process information pertaining to TRU waste destined for or disposed at the
WIPP. The system supports those organizations whe that have responsibility for managing TRU
waste by collecting information into one source and providing data in a uniform format that has
been verified or certified as being accurate. The WWIS is used to store all information
pertaining to characterization, certification, and emplacement of waste at the WIPP. Information
for this system is supplied by the generater TRU waste sites-of FRU-waste and the WIPP facility.
Figure 4-25 depicts the process and flow of data from the TRU waste sites to the WWIS.

At the time of the CCA, the The WWIS useds the Oracle (Version 7) database management
system that follows American National Standards Institute (ANSI) standard query language. The
database management system resides was resident on a Digital Equipment Corporation hardware
platform, and-is compliant with the majority of existing computer hardware throughout the DOE
complex. UNIX is was the operating system and supporteds multiuser and multitasking
environments. The current computing system remains unchanged except that the software
employed now is Oracle Version 9. Additional computing system upgrades may be
implemented in the future.

Minor upgrades and improvements have been made to the WWIS since the EPA certification.
Minor changes to several documents related to the design and operation of the system have
also been made. All changes represent improvements to the system or to keep information
current. The WWIS shall-be is available seven days a week, 24 hours a day except for periodic
maintenance and shall supports the maximum number of simultaneous users determined by the
database management system license agreement and the operating system license agreement.
The network communication protocol of the WWIS is Transmission Control Protocol/Internet
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Characterization I WWIS

. stte | Site Transfer WIPP
! Validated i----f-p Characterizaton —» WPP —» - Compliance
:  Data | Data - Planning

Verify

Disposal I
S|te Site T fi ; - Emplacement
i Certification j---——{——» D;ti pr:;fagg == WPP > Shipment —’—Invgntory
Process |
Verify

CCA-174-0

Figure 4-25. WIPP Waste Information System Process and Data Flow

Protocol (TCP/IP). Other features that distinguish the WWIS from its predecessor include
automatic limit, range, and QA checks; automatic report generation; and compliance with QA

requirements for computer software for nuclear facility applications (American Society of
Mechanical Engineers [ASME], Nuclear Quality Assurance [NQA]-1, NQA-2, Part 2.7, and

NQA-3 [ASME 1989a, b, and c in-the Bibliography]).

The following WWIS documentation has been identified as necessary and sufficient to document
the software lifecycle:

e  WWIS Evaluation & Recommendation — provides an evaluation of hardware and
software configurations for the WWIS and recommends an approach for implementation.

e  WWIS Software Quality Assurance Plan — identifies and defines the standards and
methodologies required to ensure conformance to accepted quality standards during the
development, maintenance, and operation of the WWIS. This plan ensures that products
conform to established technical requirements.

e  WWIS Software Verification and Validation Plan — describes the criteria for verification
and validation activities for the requirements, design, testing, and all necessary
documentation.

e  WWIS Software Requirements Specification — defines the requirements essential to the
WWIS based on the WWIS Functional and Operational Requirements Document. All
requirements shall be internally consistent and verifiable through demonstration, analysis,
or testing.

e  WWIS Software Design Description — defines the major features of the WWIS including
the operating environment, databases, tables, external and internal interfaces, overall
structure, sizing, modeling, and system throughput.
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1 e  WWIS Software Configuration Management Plan — describes the methods used for
2 identifying software configuration items, controlling and implementing changes, and
3 recording and reporting change implementation status.

4 e  WWIS Security Plan — details the information for handling the security needs of the
5 system (data, software, and hardware). This plan also describes password and access
6 control procedures.

7 At the time of the CCA, Fhe the DOE has identified more than 130 data fields for inclusion in
8 the WWIS. An alphabetical listing and description of these data fields is found in ApperdixC13
9 efAppendix the WAP (NMED 2002). The majority of these data fields are considered pertinent
10 to demonstrate compliance with TRU waste transportation and disposal requirements. These
11 llstmgs are now updated and mamtamed in the WWIS User’s Manual (DOE 2001). sthese

29 o WMC
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To ensure compliance with the data requirements, personnel at the WIPP review the WWIS
information on each data package for completeness and adequacy before notifying the shipping
site of acceptance. Thus, the WWIS becomes an integral part of the waste information screening
process described in the WAP.

4.3.3 Quality Assurance

The implementation of a formal quality assuranee QA4 program demonstrates the commitment of
DOE to perform all work activities and operations to the highest standards of quality. DOE has
established an effective QA program that complies with applicable sections of NQA-1, NQA-2
(Part 2.7), and NQA-3. The management controls defined by the various guality assaranee QA
plans and procedures ensure that all work is planned, documented, performed under controlled
conditions, and periodically assessed to establish work item quality and process effectiveness
and to promote improvement. The complexity, inherent risk, and significance of the work to the
overall project and to public safety are key factors in determining applicable quality management
requirements. Internal and external organizational interfaces and responsibilities are described in
detail in Chapter 5.0.

The DOE TRU Waste Characterization QAPP (DOE 1995b) and the TRU Waste
Characterization Sampling and Analysis Methods Manual (DOE 1995¢) were canceled as of
November 26, 1999. Figure 4-3 shows the revised QA document hierarchy for waste
characterization.
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Additional information regarding the quality assurance and quality controls used in ascertaining
the waste description is given in Chapter 5.0.

4.3.3.1 Performance Demonstration Programs

Another aspect of the waste-characterization QA process that has changed is related to the
Performance Demonstration Program (PDP). The program evaluates the capability of TRU
waste sites to perform TRU waste characterization within acceptable limits. Initially,
participating laboratories were required to participate in the PDP twice per year. The CBFO
has reduced the required frequency from twice per year to once per year. The CBFO
described this change to the EPA in correspondence dated November 10, 1998, and April 22,
1999. Based on this information, the EPA determined that the changes reported did not
require a modification, suspension, or revocation of the initial certification (EPA June 3,
1999). The current version of the PDP plan for nondestructive assay (NDA) is described in
DOE (2001).
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31 44 Waste Characterization

32 The process of waste characterization identifies the physical, chemical, and radiological

33 propertles of the waste usmg a Varlety of methodologles 6199E—199§®—me}admg—aeeep%&ble

35 aeamm&&ea—N—DA—aﬁd—neﬁdes%metwe@eammaﬁeﬂr@J—DE—) The measured Waste propertles
36 obtained by the TRU waste generator-and-storage sites are either on a waste container or waste

37 stream basis and serve to demonstrate compliance with the limits imposed by transportation

38 requirements (DOT), and operational safety requirements (DOE). In contrast, the waste

39 component limits described in Appendix WCL are on a repository basis and serve as an upper
40 bound for the accumulative waste inventory. As described in Section 4.3.2, the linkage between
41 the collective waste inventory and the repository limits is provided by the WWIS.
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Recognizing that the WAP establishes the FRU-mixed-waste characterization requirements for
POE waste destined for the WIPP, it is necessary to understand the complementary role played
by the radiological characterization of FRY waste. Figure 4-47 shows the requirements
hierarchy governing the characterization of FRY waste for purposes of transportation, disposal,
and long-term regulatory compliance. The implementation of waste characterization occurs on a
waste-stream basis at the lowest tier of the diagram through the Standard Operating Procedures
(SOPs). The next higher tier of Figure 4-47 includes the CH-TRU WAC, followed by

progressively higher-tier requirements;-ineluding-this-appleation. The waste characterization

requlrements for comphance w1th the EPA’s regulatlons pertaintneto-the-tdentifteationofthe
: are implemented by the SOPs.

The WAP includes requlrements necessary for compllance with the New Mexico Hazardous

FRU-mixed-wastestreams — specifically the 1dent1ﬁcat10n and quantification of thelr hazardous
components (see Appendix Attachment B of the WAP [NMED 2002]). A combination of five
waste characterization methodologies is employed by the WAP and includes acceptable
knowledge, radiography, visual examination, headspace gas sampling and analysis, and
solidified waste sampling and analysis. The capabilities and applicabilities of these five

New Mexico 40 CFR 49 CFR
Hazardous Waste Act Parts 191 & 194 Parts 100 - 173 DOE Order 5480.23
RCRA Radiation Standards Transportation WIPP Operations
¥ 4 A 4 Y
Compliance
Certification
WAP * Application SARP SAR
Chapters 4 & 6

WAC
SOP

" Chapter C of Part B of the WIPP RCRA Permit Application
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40 CFR 194.22
NQA1,2,&3
DOE/CBFO Quality
NRC&DOEQA | . > Assurance Program

Requirements Document (QAPD)

l

Waste Characterization
Program Implementation
Plan (WCPIP)

l

Program Documentation
Standard Operating
Procedures (SOPs)

Figure 4-4. Program QA Document Hierarchy

methodologies to TRU mixed waste are discussed in considerable detail in the WAP. and-the
QAPP. Except for a brief overview of acceptable knowledge, radiography, and visual
examination, a description of the five waste characterization methodologies presented in the
WAP will not be repeated in this document. Radiological characterization of TRU waste is
needed for compliance demonstrations to 40 CFR Parts 191 and 194. A quantitative
determination of the radionuclides listed in Fable 410 Table 4-11 is drivenby results from the
need to demonstrate compliance with the release limits as specified in Appendix A to 40-CER
Part 191;SubpartB and the RH-TRU waste curie limit established by the LWA (see Table
4-124).

DOE/WIPP DRAFT-3231 4-53 December 14, 2003



Title 40 CFR Part 191 Subparts B and C Compliance Recertification Application 2004

Collectively, those elements of the waste characterization program that support long-term
regulatory compliance include the determination of the radionuclide inventory (for purposes of
normalizing radionuclide releases as required for comparison with 40-CER-§ Section191.13][a]),
the identification of the physical and chemical waste form inventories (if applicable), and the
verification that no wastes are emplaced in the WIPP that exceed the disposal system’s safety
and/or performance limitations.

In a manner analogous to the WAP, the WIPP waste radioassay characterization program is
conducted by generator-and-storage TRU waste site personnel and is implemented in accordance

with the requrrements of the QABP—aﬁd—the CH—T RU WAC A—deser—r—pﬁeﬂ—of—th%appre*«ed
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26
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40
41

sterage TRU waste s1tes may propose alternatrve characterrzatron methodo}ogres methods, either
because of the availability of newer technologies offering enhanced performance or the
modification of older technologies to facilitate meeting the QAOs requirements of Appendix A
of the CH-TRU WAC. In these instances, method performance must be demonstrated and
approved in accordance with section 194.8 prior to its use in characterization of TRU waste for
disposal at the WIPP.

Implementation of the TRU waste characterization program at DOE TRU waste sites requires
that all waste characterization activities be conducted in accordance with approved
documentation that describes the management, operations, and QA aspects of the program.

Conformance with applicable regulatory, programmatic, and operational requirements is
monitored by EAO CBFO audits and surveillances. Refer to Chapter 5 and CCA Appendix
QAPD-and-Seetions3-23-and3-2-4 for a more detailed discussion of the EAO CBFO audit and
surveillance program. The documentation requirements important to the implementation of the
TRU Waste Characterization Program at each TRU waste site are briefly discussed below.

¢ QA requirements. Implementation of individual site-specific waste certification and
characterization programs must meet the QA requirements contained in the CAO CBFO
QAPD, which are traceable to the applicable sections of ASME NQA-1 through NQA-3
(ASME 1989a, 1989b, and 1989c¢ in the BibliegraphyReferences). The WAP and the
CH-TRU WAC QAPP describes the specific guality-assurance-QA objectives (QAOs) for
the TRU Waste Characterrzatron Program The WAP and the CH-T RU WAC QA—PP—ané

MethedsMaﬁ&a-l, delrneate approved analytrcal methods for meetlng regulatory
requirements.

o QAPjPs. Generater TRU waste sites prepare site-specific QAPjPs that describe waste
characterization activities in support of the TRU waste characterization program. These
documents, developed in accordance with the applicable requirements in the EAO CBFO
QAPD and the WAP, and-the-QAPP; define QA management and program elements that
provide for planning, implementation, and assessment of the TRU waste characterization
data-collection activities.

e SOPs. The QAPP QAPD requires that each DOE TRU waste site develop, implement,
and control written SOPs that provide detailed descriptions of routine, standardized, or
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critical waste characterization activities. The SOPs serve as the basis for quality
assessments of waste characterization activities at the TRU waste site level because they
provide detailed descriptions of required activities.

e PDPs. Analytical facilities characterizing waste for disposal at the WIPP must
successfully participate in the applicable portions of the PDP. The PDP supports the
determination of a facility’s ability to meet the QA objectives identified in the CH-TRU
WAC QAPP. A more detailed description of the PDP can be found in Section 4.3.3.1.

As the generater TRU waste sites complete the necessary program documentation, they
commence waste characterization activities. Information derived from these activities is on a
waste-stream basis and is used in preparing the TRU waste site’s waste-stream profile forms
required for waste acceptance at the WIPP. The waste characterization data are electronically
backed-up in databases at the generater TRU waste sites and downloaded into the WWIS
database (DOE 1996b). The WWIS is described in Section 4.3.2.

Generator-and-storage TRU waste sites prepare documented and approved programs controlling
their TRU waste characterization, certification (which includes characterization), and
transportation processes. Site-specific TRU waste certification plans document how compliance
with the CH-TRU WAC and the WAP QAPP are accomplished. TRU waste sSite certification
shall be granted by the CAO CBFO manager contingent upon final approval of the following
documentation:

1. TRU waste certification plan (including QA),
2. QAPjP(s),

3. TRU package transporter, Model 2 (TRUPACT II) Authorized Methods for Payload
Compliance,

4. pPackaging QA plan, and
5. pPerformance in applicable PDPs.

In addition to approval of this site-specific documentation, generator-and-sterage TRU waste
sites must pass an initial TRU waste site certification audit where adequate and effective
implementation of these programs is assessed (see Sections 5.1+ and 5.3.19). Also, as described
in Section 4.1.2, EPA approval of QA program documentation and implementation is also
required.

Each TRU waste generatorand-storage site that is characterizing TRU waste to the requirements
of the QAPP WAP and the CH-TRU WAC is recertified by the CAO CBFO annually. A
recertification consists of reviewing (if applicable):

1. sSite-specific program documents that are written and approved to the latest CH-TRU
WAC;

2. pProgram implementation as determined by a TRU waste site certification audit;
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3. #Reports from surveillances conducted during the past year;
4. pPerformance in shipping TRU waste to the WIPP; and
5. pPerformance in the PDPs.

To ensure that the DOE generaterand-sterage TRU waste sites comply with the WIPP TRU
waste certification program, audits are conducted by the EAO CBFO. An initial audit is
conducted at each generater TRU waste site performing waste characterization activities prior to
the formal acceptance of the waste-stream profile forms and/or any waste characterization data
supplied by TRU waste site personnel. This formal acceptance is referred to as TRU waste site
certification. Audits are performed at least annually thereafter, including the possibility of
unannounced (not regularly scheduled) audits. These audits verify that the generater TRU waste
site has implemented a QA program for all certification activities. The accuracy of the physical
waste description and the subsequent waste stream assignment are verified by a review of
acceptable knowledge documentation, radiography data, and visual examination results (if
applicable). Table 4-163 summarizes the characterization requirements and methods detailed in
the CH-TRU WAC and the WAP that support this application. The EPA often observes the
DOE audits in fulfilling its obligations defined in section 194.8 (see Section 4.1.2).

Table 4-163. Applicable CH- and RH-TRU Waste Component Characterization Methods

Waste Properties Waste Components Waste Characterization Methods
Nuclear Radionuclides NDA
OR
previous isotopic distribution from destructive
radiochemistry
OR
previous radioassay data reconciled with CH-TRU
WAC requirements
Physical ferrous metals radiography with statistical selection for visual
nonferrous metals examination
cellu.losw, . OR
plastic, rubber materials ) o ) )
solid components visual examination and documentation of container
free water content at time of waste packaging for newly generated
humic substances waste
OR
documentation and verification (random sampling) for
newly generated waste
Chemical sulfates No upper or lower limits apply to these chemicals;
nitrates therefore no waste characterization methods are applied.
organic ligands

Additional information regarding RH-TRU waste characterization has been developed by
DOE and has been submitted to the EPA (letter from DOE to EPA December 16, 2002). No
RH-TRU waste has been shipped to the WIPP at the time of CRA-2004. Regulatory approval
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of DOE’s proposed RH-TRU waste characterization procedure and modification of the WIPP
Hazardous Waste Facility Permit is pending.

4.4.1 Qualitative Methodologies

The criteria at 40-CER-§- section 194.24(a) state-that require a description of the physical,
chemical, and radiological composition of the TRU waste to be emplaced in the WIPP disposal
system-be-provided. With regard to the waste’s nonhazardous physical and chemical
components (such as cellulosic materials), there are three qualitative methodologies, used either
singularly or in combination, for verifying adherence to the compliance limits. eentainedin
Appendix-WECE: These methodologies include acceptable knowledge, nonintrusive examination
using penetrating radiation such as X-ray (referred to as either RTR, radiographic examination,
radiometric examination, or NDE), and intrusive visual examination consisting of opening the
container and recording the contents.

4.4.1.1 Acceptable Knowledge

The following diseusston-isresponsive-to-the discusses compliance with criteria at 40-CER-§
Section 194.24(c)(3).

Acceptable knowledge is defined in the EPA Guidance Manual (EPA 1994 )-inthe Bibliegraphy.
Acceptable knowledge includes information regarding the physical form of the waste, the base
materials composing the waste, and the process that generates the waste. Waste characterization
will be used to confirm acceptable knowledge information. The WAP and the WAC provide
details regarding the application of acceptable knowledge.

Consistency among DOE TRU waste sites in using acceptable knowledge information to
characterize TRU waste involves a three phase process: (1) compiling the minimum acceptable
knowledge documentation in an auditable record, (2) confirming acceptable knowledge
information, and (3) auditing acceptable knowledge records.

Appendix-WAP, Figure-C9—1 tHustrates provides-an An overview of the process for assembling

acceptable knowledge documentation into an auditable record is provtded in the wAC (NMED
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Acceptable knowledge documentation provides qualitative information that cannot be assessed
according to specific data quality objectives that are used for analytical techniques. QAOs
objeetives for analytical results are described in terms of precision, accuracy, completeness,
comparability, and representativeness. Analytical results will be used to confirm the
characterization of wastes based on acceptable knowledge.

The acceptable knowledge process and waste stream documentation must be evaluated through
internal assessments by quality assurance organizations and assessments by auditors external to
the organization (that is, the EAOQ CBFO).

The €AO CBFO will has conducted and will continue to conduct an initial audit of each
generatorand-storage TRU waste site prior to certifying the TRU waste site for shipment of TRU

waste to the WIPP facility (see Figure- €92 in-Appendix-WAPthe Hazardous Waste Facility
Permit [INMED 2002] Attachment B through B6, including Figure B4-3). This initial audit

will establish an approved baseline that will be reassessed annually.
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4.4.1.2 Nondestructive Examination

NDE is a nondestructive qualitative technique that involves X-ray interrogation of waste
containers to identify and verify the contents. NDE is used to verify the absence of prohibited
items and to determine the appropriate methodologies to be used for waste characterization.
NDE is not required for newly generated waste because controls exist to verify compatibility of
the matrix material(s) and the absence of prohibited items prior to and during waste packaging.

A typical NDE system consists of an X-ray producing device, a container handling system, and
an imaging detector. X-ray generators typically used in NDE produce X-rays ranging in energy
from under 100 kiloelectron volts up to approximately 450 kiloelectron volts. If higher energies
are needed, either because of a high density waste matrix or the need to penetrate shielded
payload containers, then the use of a linear accelerator becomes a viable approach for producing
a pulsed X-ray beam with energies to 25 megaelectron volts and beyond.

The X-ray detector has the function of converting the radiation input signal into a corresponding
optical or electronic output signal that ultimately is used to reconstruct an image of the payload
container contents. An example of a system presently in use at many of the generator-and
storage TRU waste sites is RTR, which gives the operator the opportunity to view events in
progress (that is, in real time). In an RTR system, the imaging system typically utilizes uses a
fluorescent screen and a low light television camera (since the light output of most screens is
quite low). The resulting image is transferred to a remotely located television screen, and the
operator conducts the examination by viewing the remote television screen.
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All activities required to achieve the radiography objectives must be described in TRU waste site
QAPjPs and SOPs. Retrievably stored containers will have this type of permanent record on file
throughout the life of the WIPP project. As a quality control check on NDE, a statistically
determined number of retrievably stored containers within the population subjected to NDE will
be randomly selected and visually examined.

4.4.1.3 Visual Examination

The visual examination technique is used by the DOE to provide an acceptable level of
confidence in NDE There is no equivalent method i in the EPA samphng and analy51s guldance
documents. hat b HiCh } nd i th

Genefa{ef T. RU waste site personnel develop tralmng programs that are based on waste form and
waste management operations. These training programs are used to assess operator performance.
The QAP;jPs and supporting SOPs specify the training requirements and other activities required
to achieve the visual examination objectives. The visual examination expert must be familiar
with the waste generating processes that have taken place at that TRU waste site and also with
the types of waste being characterized at the TRU waste site. For an explanation of the
hypergeometric approach used in determining the number of containers to be statistically

sampled by visual examination, see the WAP. AppendixA-ofthe- QAPP(DOE1995b)-

4.4.2 Quantitative Methodologies

To minimize exposure, the quantitative methodology used to determine the radionuclide
inventory of the waste is NDA. The nonintrusive methodology of NDA employs radiation
detection techniques for determining the waste’s isotopic content and activity. This is the
preferred approach because of the safety hazards involved in opening waste containers having
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radioactive contaminants. Although the data generated by radioassay serve many functions
including the calculation of the **°Pu equivalent activity, the >**Pu fissile gram equivalent, and
the decay heat of waste containers, the purpose of these data relative to long-term regulatory
compliance with 40 CFR Part 191 is to provide corroborative data relating to the radionuclide
inventory reported in the FWBHR CRA-2004 and furnish radionuclide information on a container
basis to maintain a running inventory of TRU waste emplaced in the WIPP disposal system.

TRU nuclides emit both ionizing radiation (including alpha particles, beta particles, and gamma
rays) and nonionizing radiation (neutrons). Based on detection of these emissions, several
technologies have been developed to measure one or more of these radiations as they emerge
from the waste container. Although most of the ionizing radiation (alpha and beta particles) are
not able to penetrate the walls of the waste container, both gamma rays and neutrons can
penetrate the waste matrix as well as the waste container to varying degrees. Combining gamma
ray measurements, other advanced particle detection techniques specific to neutrons, and
acceptable knowledge provides the precision and accuracy required by the QAOs contained in
the CH-TRU WAC Appendix A QAPP. Mass spectroscopy and radiochemistry also provide the
precision and accuracy to meet the QAO requirements in the CH-TRU WAC Appendix A QAPP.

Special techniques, instrumentation, and detectors have been developed to measure the gamma
ray energies. Because there are many different gamma rays originating from any one
radionuclide with each gamma ray having a unique energy and rate of occurrence characteristic
of the radionuclide from which it originated, the resulting distribution or spectrum of gamma ray
energies provides a fingerprint or signature of that particular radionuclide. In practice, with the
application of appropriate correction factors and the utilization of acceptable knowledge, gamma
ray and neutron NDA systems provide radioisotope inventory information about the waste
without the need for opening the container.

All radioassay systems must be calibrated using a variety of matrix and source standards to
simulate the various waste compositions, source distributions, and interferences common to the
waste streams originating from a particular generator TRU waste site. By applying the resulting
correction factors to the measurements, an accurate assessment of the radionuclide inventory
within the waste container is feasible. NDA methods appropriate to a particular waste stream
profile are used in the radionuclide analysis.

4.4.2.1 Nondestructive Assay

A variety of NDA methodologies are effective in meeting the requirements of the CH-TRU

WAC Appendiv A QAPP. Table 9-2 of the QAPP identifics a number of such systems that are in
use-at-vartous DOE-and/ercontractortesting factities: These NDA instruments can be classified

as belonging to one or more of the four categories listed below:
e gamma ray measurements

- low- and high-resolution spectroscopy using a sodium iodide and intrinsic germanium

detector, respeetfuthy;
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- transmission-corrected gamma ray measurement using a segmented gamma ray
scanner, and

- transmission-corrected gamma ray measurement using a computed tomographic
gamma ray scanner.

e passive neutron measurements
- passive neutron coincidence counter,
- advanced matrix-corrected passive neutron counter (add-a-source), and
- shielded neutron-assay probe totals counter.
e passive and active neutron measurements
- ameneinmAm-LElithium source-driven coincident counter,
- californium delayed-neutron counter (shuffler),
- neutron generator differential die-away counter, and
- combined thermal and epithermal neutron counter.
e thermal neutron capture
- californium delayed-neutron counter,
- neutron generator differential die-away counter, and
- combined thermal and epithermal neutron counter.

The list is neither complete nor limiting and is meant to illustrate the breadth of choice available.
QAOs may be met with the listed systems or by modifications, functionally equivalent
alternatives, multiple combinations, or hybrids of the systems.

For each of the radionuclide components identified in Table 4-1248 as being significant to
performanece-assessment PA and requiring assay, any of the above NDA methodologies, either
singularly or in combination, may be used in determining the activity and corresponding
uncertainty. In the case of ene-hundred 100-percent sampling, these measurements are
performed on a waste container basis. For the case of less than ene-hundred 100-percent
sampling, the reported values are on a waste stream basis. Upon receipt of the waste at the
WIPP, the measured activity of these significant radionuclide components, plus their associated
uncertainty, are accumulated by the WWIS in order to ensure that the volume and activity limits
of the repository are not exceeded.
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4.4.3 Additional Change to the Waste Characterization Program

Since the certification of the WIPP, an additional change related to the waste characterization
program has occurred. In the past, DOE planned to declassify any classified materials in
waste before shipment to WIPP. In 2002, the RFETS proposed sending waste containing
classified shapes to WIPP, where the associated radiography and VE records would be
classified and require a DOE security clearance for review and audit. In 2003, the EPA
determined that classified waste may be shipped to WIPP provided DOE meets certain
specified requirements (EPA letter of February 11, 2003, to DOE CBFO).
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